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Pillow Block-Mounted Ball Bearings
Miniature
• ABEC 3 • Double-Shielded • Corrosion-Resistant • Lightweight

NEW

BBXBLK–PBSR2AZZ
BBXBLK–PBSR3ZZ
BBXBLK–PBSR188ZZ
BBXBLK–PBSR1810Z
BBXBLK–PBSR6ZZ

BBXBLK–PBSR2AZZ
BBXBLK–PBSR3ZZ
BBXBLK–PBSR188ZZ
BBXBLK–PBSR1810Z
BBXBLK–PBSR6ZZ

.1250

.1875

.2500

.3125

.3750

Catalog Number

Catalog Number
(Ref.)

A
Overall
Height

G
Mounting 

Hole
Dia.

E
Nominal
Flange

Thickness

D
Mounting

Length

Max.
Radial
Load

lbf

d
Shaft
Dia.

F
Height to

Centerline
±. 001

B
Overall
Length

W
Housing 

Width

C
Overall
Width

Max.
Speed

rpm

F

B
D

ØG

C

E

A

W

Ød

Features:
•	Lubricated for the life of the bearing
•	Medical, scientific & pharmaceutical applications
Operating Temperature:  -22°F to +248°F

BEARING PILLOW BLOCK

Stainless Steel Sintered Aluminum

MATERIALS

1.44
1.44
1.44
1.44
2.25

1.125
1.125
1.125
1.125
1.750

.2

.2

.2

.2

.4

.75

.75

.75

.75
1.13

.19

.19

.19

.19

.25

.3750

.3750

.3750

.3750

.5625

.125

.125

.125

.125

.203

.75

.75

.75

.75
1.13

56000
43000
40000
40000
32000

150
310
256
128
450



75BREV: 1.9.13  MH
www.qbcbearings.comMETRIC

Pillow Block-Mounted Ball Bearings
Miniature
• ISO Class 6 • Double-Shielded • Corrosion-Resistant • Lightweight

NEW

BBXBLKMPBSMR604
BBXBLKMPBSMR695
BBXBLKMPBSMR126
BBXBLKMPBSMR128
BBXBLKMPBSMR638

BBXBLKMPBSMR604
BBXBLKMPBSMR695
BBXBLKMPBSMR126
BBXBLKMPBSMR128
BBXBLKMPBSMR638

Catalog Number

Catalog Number
(Ref.)

H
Overall
Height

G
Mounting 

Hole

T
Nominal
Flange

Thickness

E
Mounting
Distance

Max.
Radial
Load

N

d
Shaft
Dia.

H1
Height to

Centerline
± 0.025

L
Overall
Length

L1
Housing 

Width

F
Overall
Width

Max.
Speed

rpm

L
E

H1

ØG

F

T

H

L1

d

The projections shown are per ISO convention.

Features:
•	Lubricated for the life of the bearing
•	Medical, scientific & pharmaceutical applications
Operating Temperature:  -30°C to +120°C

BEARING PILLOW BLOCK

Stainless Steel Sintered Aluminum

MATERIALS

  4
  5   
  6
  8
10

36.5
36.5
36.5
36.5
57.2

28.57
28.57
28.57
28.57
44.45

  5
  5
  5
  5
10.1

19
19
19
19
28.6

5
5
5
5
6

  9.525
  9.525
  9.525
  9.525
14.287

3.2
3.2
3.2
3.2
4

19
19
19
19
28.7

48000
43000
43000
40000
37000

1000
1130
  750
  560
1780



• Drawn Cup Needle Roller Bearing
• Sintered Aluminum Pillow Block

NEW

BBXBLK-PB1250N
BBXBLK-PB1312N
BBXBLK-PB1375N
BBXBLK-PB2500N
BBXBLK-PB2625N
BBXBLK-PB4750N

Catalog Number
Max.

Recommended
Shaft Dia.

C
Overall
Width

B
Overall
Length

Nom.
I.D.

Min.

A
Overall
Height

Features:
•	Self-aligning to ± 5°
•	Self-lubricating
• Corrosion-resistant
• Lightweight

1/4
5/16
3/8
1/2
5/8
3/4

.2500

.3125

.3750

.5000

.6250

.7500

.2495

.3120

.3745

.4995

.6245

.7495

1-1/8

1-9/16

2-9/16

2-1/4

3-1/4

5

7/16
5/8

25/32
7/8

29/32

Operating Temperature:  -22°F to +212°F

BBXBLK-PB1250N
BBXBLK-PB1312N
BBXBLK-PB1375N
BBXBLK-PB2500N
BBXBLK-PB2625N
BBXBLK-PB4750N

Catalog Number
(Ref.)

Max.
Radial
Load

lbf

Max.
Speed
rpm

D
Mounting
Distance

E
Nominal
Flange

Thickness

F
Height To
Centerline

G
Mounting

Hole
Dia.

1-3/4

2-1/2

4

1/4

5/16

9/16

9/16

3/4

1-1/4

9/32

11/32

9/16

44000
35500
29500
22000
17600
14700

210
220
380
330

1000

www.qbcbearings.comINCH

5°

C

I.D.

E

B

F

D

A ØG

Needle Roller
Pillow Block-Mounted Bearings

75CREV:  3-15-13  SS



• Sintered Bronze Bearing SAE 840
• Sintered Aluminum Pillow Block

NEW

Features:
•	Self-aligning to ± 5°
•	Self-lubricating
• Corrosion-resistant
• Lightweight Operating Temperature:  -20°F to +200°F

www.qbcbearings.comINCH

5°

C

I.D.

E

B

F

D

A ØG

BBXBLK-PB1250B
BBXBLK-PB1312B
BBXBLK-PB1375B
BBXBLK-PB1500B
BBXBLK-PB2625B
BBXBLK-PB2750B
BBXBLK-PB3875B
BBXBLK-PB41000B

BBXBLK-PB1250B
BBXBLK-PB1312B
BBXBLK-PB1375B
BBXBLK-PB1500B
BBXBLK-PB2625B
BBXBLK-PB2750B
BBXBLK-PB3875B
BBXBLK-PB41000B

Catalog Number

Catalog Number
(Ref.)

Max.

d
I.D. Actual

C
Overall
Width

Max.
Radial
Load

N

B
Overall
Length

Max.
Speed
rpm

Nom.
I.D.

D
Mounting
Distance

E
Nominal
Flange

Thickness

F
Height To
Centerline

Min.

A
Overall
Height

G
Mounting

Hole
Dia.

1/4
5/16
3/8
1/2
5/8
3/4
7/8
1

1-3/4

2-1/2
3-1/8

4

.2513

.3140

.3765

.5017

.6270

.7520

.8780
1.0030

1/4

5/16

13/32
9/16

.2508

.3133

.3758

.5010

.6260

.7510

.8760
1.0010

9/16

3/4
1

1-1/4

1-1/8

1-15/16

2-9/16

9/32

11/32

9/16

2-1/4

3-1/4
4

5

15270
12240
10180
7640
6110
5090
4850
4500

3/8
7/16
5/8

25/32

29/32

210

220

380
480
380

1000

Sintered Bronze
Pillow Block-Mounted Bearings

75EREV:  3-15-13  SS



www.qbcbearings.comMETRIC

Sintered Bronze
Pillow Block-Mounted Bearings
• Sintered Bronze Bearing SAE 840
• Sintered Aluminum Pillow Block

NEW

Features:
•	Self-aligning to ± 5°
•	Self-lubricating
• Corrosion-resistant
• Lightweight Operating Temperature:  -29°C to +93°C

5°

F

Ød

T

L

H1

E

H ØG

The projections shown are per ISO convention.

BBXBLKMPB16MB
BBXBLKMPB18MB
BBXBLKMPB110MB
BBXBLKMPB112MB
BBXBLKMPB215MB
BBXBLKMPB218MB
BBXBLKMPB420MB
BBXBLKMPB425MB

BBXBLKMPB16MB
BBXBLKMPB18MB
BBXBLKMPB110MB
BBXBLKMPB112MB
BBXBLKMPB215MB
BBXBLKMPB218MB
BBXBLKMPB420MB
BBXBLKMPB425MB

Catalog Number

Catalog Number
(Ref.)

Max.

d
I.D. Actual

F
Overall
Width

Max.
Radial
Load

N

L
Overall
Length

Max.
Speed
rpm

d
Nom.
I.D.

E
Mounting
Distance

T
Nominal
Flange

Thickness

H1
Height To
Centerline

Min.

H
Overall
Height

G
Mounting

Hole

  6
  8
10
12
15
18
20
25

44.5

63.5

     101

  6.04
  8.04
10.04
12.05
15.05
18.05
20.08
25.07

  6.5

  8

14.5

  6.02
  8.02
10.02
12.03
15.03
18.03
20.03
25.03

14.5

19

32

28.5

39.5

       65

  7

  9

14

  57

  82.5

127

16110
12120
9700
8060
6460
5380
5200
4600

    9.5
11

16
20

23

940

960

1700
1500

4450

75FREV:  3-15-13  SS
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Standard Duty
PILLOW BLOCKS-SET SCREW TYPE
• Cast Iron Housing  • Solid Base  • Dual Seal Type

NEW

Catalog Number

BBXBLK–UCP2018S
BBXBLK–UCP20210S
BBXBLK–UCP20311S
BBXBLK–UCP20412
BBXBLK–UCP20514
BBXBLK–UCP20515
BBXBLK–UCP20516
BBXBLK–UCP20618
BBXBLK–UCP20619
BBXBLK–UCP20620
BBXBLK–UCP20720
BBXBLK–UCP20721
BBXBLK–UCP20722
BBXBLK–UCP20723
BBXBLK–UCP20824
BBXBLK–UCP20825
BBXBLK–UCP20926
BBXBLK–UCP20927
BBXBLK–UCP20928
BBXBLK–UCP21030
BBXBLK–UCP21031
BBXBLK–UCP21132
BBXBLK–UCP21134
BBXBLK–UCP21135
BBXBLK–UCP21236
BBXBLK–UCP21238
BBXBLK–UCP21239
BBXBLK–UCP21340
BBXBLK–UCP21444
BBXBLK–UCP21548
BBXBLK–UCP21752
BBXBLK–UCP21856

Ød
Shaft

NOTE:  See page 82 for insert bearing data.  

H L J A N N1 H1 H0 S B Bolt
Size

Weight
lb.

1/2
5/8

11/16
3/4
7/8

1-5/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

3
3-1/4
3-1/2

1-3/16

1-5/16

1-7/16

1-11/16

1-7/8

1-15/16

2-1/8

2-1/4

2-1/2

2-3/4

3
3-1/8
3-1/4
3-3/4

4

4-15/16

5

5-1/2

6-5/16

6-9/16

7-3/32

7-7/16

8-1/32

8-17/32

9-3/8

10-5/16
10-15/32
10-25/32
12-7/32
12-27/32

3-3/4

3-3/4

4-1/8

4-3/4

4-3/4

5-3/8

5-3/4

6-1/4

6-25/32

7-5/16

8
8-9/32
8-17/32
9-23/32
10-5/16

1-1/4

1-15/32

1-1/2

1-23/32

1-7/8

2-1/8

2-1/8

2-1/4

2-3/8

2-19/32

2-3/4
2-27/32
2-29/32
3-9/32
3-15/32

15/32

1/2

1/2

9/16

19/32

19/32

19/32

3/4

3/4

3/4

29/32
29/32

1
1

1-1/16

5/8

5/8

3/4

3/4

3/4

13/16

13/16

7/8

7/8

1

1-3/16
1-5/32
1-5/32
1-3/16
1-3/16

1/2

9/16

19/32

5/8

21/32

23/32

25/32

13/16

7/8

15/16

1-1/32
1-1/16
1-3/32
1-1/4
1-5/16

2-1/4

2-1/2

2-3/4

3-7/32

3-5/8

3-27/32

4-5/32

4-13/32

4-29/32

5-13/32

5-7/8
6-3/32
6-3/8
7-5/16
7-25/32

7/16

15/32

9/16

5/8

11/16

3/4

3/4

3/4

7/8

1

1
1-3/16
1-5/16
1-11/32
1-9/16

1-5/64

1-7/32

1-11/32

1-1/2

1-11/16

1-15/16

1-15/16

2-1/32

2-3/16

2-9/16

2-9/16
2-15/16
3-1/16
3-3/8
3-3/4

3/8

3/8

1/2

1/2

1/2

1/2

1/2

5/8

5/8

5/8

3/4
3/4
3/4
3/4
3/4

  1.32

  1.43

  1.58

  2.53

  3.36

  4.14

  4.62

  5.51

  7.27

12.12

12.34
14.56
16.09
23.76
28.70

45°

H0
H

N1N1

J
L

d

S

N

A
H1

B
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Standard Duty
PILLOW BLOCKS-LOCKING COLLAR TYPE
• Cast Iron Housing  • Solid Base  • Dual Seal Type  • Eccentric Collar  

NEW

Catalog Number

BBXBLK–HCP2018S
BBXBLK–HCP20210S
BBXBLK–HCP20311S
BBXBLK–HCP20412
BBXBLK–HCP20514
BBXBLK–HCP20515
BBXBLK–HCP20516
BBXBLK–HCP20618
BBXBLK–HCP20619
BBXBLK–HCP20620
BBXBLK–HCP20720
BBXBLK–HCP20721
BBXBLK–HCP20722
BBXBLK–HCP20723
BBXBLK–HCP20824
BBXBLK–HCP20825
BBXBLK–HCP20926
BBXBLK–HCP20927
BBXBLK–HCP20928
BBXBLK–HCP21030
BBXBLK–HCP21031
BBXBLK–HCP21132
BBXBLK–HCP21134
BBXBLK–HCP21135
BBXBLK–HCP21236
BBXBLK–HCP21238
BBXBLK–HCP21239
BBXBLK–HCP21340
BBXBLK–HCP21444
BBXBLK–HCP21548
BBXBLK–HCP21752
BBXBLK–HCP21856

Ød
Shaft

NOTE:  See page 83 for insert bearing data.  

H L J A N N1 H1 H0 S B Bolt
Size

Weight
lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

3
3-1/4
3-1/2

1-3/16

1-5/16

1-7/16

1-11/16

1-7/8

1-15/16

2-1/8

2-1/4

2-1/2

2-3/4

3
3-1/8
3-1/4
3-3/4

4

4-15/16

5

5-1/2

6-5/16

6-9/16

7-3/32

7-7/16

8-1/32

8-17/32

9-3/8

10-5/16
10-15/32
10-25/32
12-7/32
12-27/32

3-3/4

3-3/4

4-1/8

4-3/4

4-31/32

5-3/8

5-3/4

6-1/4

6-25/32

7-5/16

8
8-9/32
8-17/32
9-23/32
10-5/16

1-1/4

1-15/32

1-1/2

1-25/32

1-7/8

2-1/8

2-1/8

2-1/4

2-3/8

2-19/32

2-3/4
2-27/32
2-29/32
3-9/32
3-15/32

15/32

1/2

1/2

9/16

19/32

19/32

19/32

3/4

3/4

3/4

29/32
29/32

1
1

1-1/16

5/8

5/8

3/4

3/4

3/4

13/16

13/16

7/8

7/8

1

1-5/32
1-5/32
1-5/32
1-3/16
1-3/16

1/2

9/16

19/32

5/8

21/32

23/32

25/32

13/16

7/8

15/16

1-1/32
1-1/16
1-3/32
1-1/4
1-5/16

2-1/4

2-1/2

2-3/4

3-7/32

3-5/8

3-27/32

4-5/32

4-13/32

4-29/32

5-13/32

5-7/8
6-3/32
6-3/8
7-5/16
7-25/32

9/16

11/16

11/16

5/8

3/4

27/32

27/32

31/32

1-3/32

1-7/32

1-11/32
1-11/32
1-15/32
15/16
31/32

1-15/32

1-25/32

1-3/4

1-29/32

2

2-7/32

2-7/32

2-15/32

2-13/16

3-1/16

3-3/8
3-3/8
3-5/8
2-7/8

2-27/32

3/8

3/8

3/8

1/2

1/2

1/2

1/2

5/8

5/8

5/8

3/4
3/4
3/4
3/4
7/8

  1.50

  1.59

    .18

  2.97

  3.74

  4.40

  5.34

  6.05

  7.83

11.50

13.90
15.43
17.19
24.50
29.00

45°

H0
H

N1N1

J
L

d

S

N

A
H1

B
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Standard Duty Four-Bolt Flange Mounting Blocks
SET SCREW TYPE
• Cast Iron Housing  • Dual Seal Type

NEW

BBXBLK–UCF2018S
BBXBLK–UCF20210S
BBXBLK–UCF20311S
BBXBLK–UCF20412
BBXBLK–UCF20514
BBXBLK–UCF20515
BBXBLK–UCF20516
BBXBLK–UCF20618
BBXBLK–UCF20619
BBXBLK–UCF20620
BBXBLK–UCF20720
BBXBLK–UCF20721
BBXBLK–UCF20722
BBXBLK–UCF20723
BBXBLK–UCF20824
BBXBLK–UCF20825
BBXBLK–UCF20926
BBXBLK–UCF20927
BBXBLK–UCF20928
BBXBLK–UCF21030
BBXBLK–UCF21031
BBXBLK–UCF21132
BBXBLK–UCF21134
BBXBLK–UCF21135
BBXBLK–UCF21236
BBXBLK–UCF21238
BBXBLK–UCF21239
BBXBLK–UCF21340
BBXBLK–UCF21444
BBXBLK–UCF21547
BBXBLK–UCF21548
BBXBLK–UCF21752
BBXBLK–UCF21856

Catalog Number Ød
Shaft

NOTE:  See page 82 for insert bearing data.  

L J A2 A1 A E N S Bolt
Size

Weight
lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

2-15/16
3

3-1/4
3-1/2

3

3-3/8

3-3/4

4-1/4

4-19/32

5-1/8

5-13/32

5-5/8

6-3/8

6-29/32

7-3/8
7-5/8

7-7/8
8-21/32
9-1/4

2-1/8

2-17/32

2-3/4

3-9/32

3-5/8

4-1/32

4-1/8

4-3/8

5-1/8

5-5/8

5-7/8
6

6-1/4

6-29/32
7-3/8

19/32

19/32

5/8

23/32

3/4

27/32

7/8

7/8

1

1-5/32

1-3/16
1-7/32

1-11/32

1-13/32
1-9/16

7/16

7/16

1/2

1/2

19/32

19/32

5/8

5/8

23/32

23/32

7/8
7/8

7/8

15/16
1

31/32

1

1-1/16

1-7/32

1-11/32

1-13/32

1-1/2

1-9/16

1-11/16

1-29/32

1-31/32
2-1/8

2-7/32

2-15/32
2-11/16

1-7/32

1-5/16

1-13/32

1-19/32

1-3/4

2-1/32

2-1/16

2-5/32

2-5/16

2-23/32

2-3/4
2-31/32

3-3/32

3-7/16
3-25/32

7/16

7/16

7/16

7/16

9/16

9/16

5/8

23/32

23/32

23/32

23/32
23/32

23/32

29/32
29/32

7/16

1/2

9/16

5/8

11/16

3/4

3/4

3/4

7/8

1

1
1-3/16

1-5/16

1-11/32
1-9/16

3/8

3/8

3/8

3/8

1/2

1/2

9/16

5/8

5/8

5/8

5/8
5/8

5/8

3/4
3/4

  1.14

  1.41

  1.76

  2.35

  3.08

  3.96

  4.85

  5.29

  7.71

  9.25

 11.68
13.00

13.88

19.62
25.52

45°

J
L

J L d

A2

E

S

A1

A

4–N
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Standard Duty Four-Bolt Flange Mounting Blocks
LOCKING COLLAR TYPE
• Cast Iron Housing  • Dual Seal Type  • Eccentric Collar

NEW

45°

J
L

J L F d

A2

E

S

A1

A

4–N

Catalog Number Ød
Shaft

NOTE:  See page 83 for insert bearing data.  

L J A2 A1 A E N S Bolt
Size

Weight
lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

3
3-1/4
3-1/2

3

3-3/8

3-3/4

4-1/4

4-19/32

5-1/8

5-13/32

5-5/8

6-3/8

6-7/8

7-3/8
7-19/32
7-7/8

8-21/32
9-1/4

2-1/8

2-17/32

2-3/4

3-9/32

3-5/8

4-1/32

4-1/8

4-3/8

5-1/8

5-5/8

5-7/8
6

6-1/4
6-7/8
7-3/8

19/32

19/32

5/8

23/32

3/4

27/32

7/8

7/8

1

1-5/32

1-3/16
1-7/32
1-11/32
1-13/32
1-9/16

7/16

7/16

1/2

1/2

19/32

19/32

5/8

5/8

23/32

23/32

7/8
7/8
7/8

15/16
31/32

31/32

1

1-1/16

1-7/32

1-11/32

1-13/32

1-1/2

1-9/16

1-11/16

1-7/8

1-31/32
2-1/8
2-7/32
2-15/32
2-11/16

1-1/2

1-5/8

1-11/16

1-29/32

2-1/32

2-7/32

2-1/4

2-3/8

2-23/32

2-31/32

3-7/32
3-1/4

3-15/32
3-3/8

3-15/32

7/16

7/16

7/16

7/16

9/16

9/16

5/8

23/32

23/32

23/32

23/32
23/32
23/32
29/32
29/32

9/16

21/32

11/16

23/32

3/4

27/32

27/32

31/32

1-3/32

1-7/32

1-11/32
1-11/32
1-15/32
29/32

1

3/8

3/8

3/8

3/8

1/2

1/2

9/16

5/8

5/8

5/8

5/8
5/8
5/8
3/4
3/4

  1.12

  1.45

  1.76

  2.64

  3.52

  4.19

  5.07

  5.73

  8.38

10.58

13.22
13.89
15.87
19.20
25.10

BBXBLK–HCF2018S
BBXBLK–HCF20210S
BBXBLK–HCF20311S
BBXBLK–HCF20412
BBXBLK–HCF20514
BBXBLK–HCF20515
BBXBLK–HCF20516
BBXBLK–HCF20618
BBXBLK–HCF20619
BBXBLK–HCF20620
BBXBLK–HCF20720
BBXBLK–HCF20721
BBXBLK–HCF20722
BBXBLK–HCF20723
BBXBLK–HCF20824
BBXBLK–HCF20825
BBXBLK–HCF20926
BBXBLK–HCF20927
BBXBLK–HCF20928
BBXBLK–HCF21030
BBXBLK–HCF21031
BBXBLK–HCF21132
BBXBLK–HCF21134
BBXBLK–HCF21135
BBXBLK–HCF21236
BBXBLK–HCF21238
BBXBLK–HCF21239
BBXBLK–HCF21340
BBXBLK–HCF21444
BBXBLK–HCF21548
BBXBLK–HCF21752
BBXBLK–HCF21856

F
Min.

—

1-7/32

1-13/32

1-21/32

1-31/32

2-5/32

—

2-17/32

2-13/16

3-1/32

3-5/16
3-1/2

3-11/16
—
—
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Bronze Bearing
FLANGE-MOUNTED BEARINGS
• SAE-840 Oil-Impregnated Bronze Bearing
• Sintered Aluminum Housing
• Self-Aligning Type   

BABBLKMHF16MB
BABBLKMHF28MB
BABBLKMHF210MB
BABBLKMHF212MB
BABBLKMHF312MB
BABBLKMHF315MB
BABBLKMHF316MB
BABBLKMHF318MB
BABBLKMHF320MB
BABBLKMHF420MB
BABBLKMHF525MB
BABBLKMHF530MB

  41.5
  57
  57
  57
  82.5
  82.5

  82.5

102
127
127

  32
  44.5
  44.5
  44.5
  63.5
  63.5

  63.5

  80
101.5
101.5

19
28.5
28.5
28.5
41.5
41.5

41.5

48
66.5
66.5

  9.5
11
11
15.9
20
20
20
22
22
23
23
24

16110
12120
9700
8060
8060
6460
5500
5380
5200
5200
4600
3850

790
1190
1490
1520
1480
2530
3110
4000
4000
4880
7260
8170

14
26
26
34
75
91
92 

105
98

170
266
272

5

5
6.5
6.5

6.5

8
9.5
9.5

  4.5
  7
  7
  7
  7
10.5

10.5

10.5
14.5
14.5

Catalog Number L F HE
Max.

Speed
rpm

Max.
Load

N
Weight

g

OPERATING TEMPERATURE: -40°C to +149°CDESIGN PARAMETERS

G
Dia.

SHAFT RECOMMENDATIONS
Shafts should be hardened to HRC 95 with 16 µin. finish.
Shafts ends should have radii or be chamfered.

L
d

E

F

ØG

5°
H

T

The projections shown are per ISO convention.

Features:
• Flange-mounted
• Self-aligning to ± 5°
• Lightweight

6.04
8.04

10.04
12.05
12.05
15.05
16.05
18.05
20.05
20.05
25.07
30.07

6.02
8.02

10.02
12.03
12.03
15.03
16.03
18.03
20.03
20.03
25.03
30.03

6
8

10
12
12
15
16
18
20
20
25
30

d
I.D.

d
Nom.
I.D.

T

Min. Max.

NEW

Rev:  4-2-13  SS
79A
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Bronze Bearing
FLANGE-MOUNTED BEARINGS
• SAE-840 Oil-Impregnated Bronze Bearing
• Sintered Aluminum Housing
• Self-Aligning Type   

BABBLK-HF1250B
BABBLK-HF2312B
BABBLK-HF2375B
BABBLK-HF2500B
BABBLK-HF3500B
BABBLK-HF4500B
BABBLK-HF3625B
BABBLK-HF4625B
BABBLK-HF3750B
BABBLK-HF4750B
BABBLK-HF4875B
BABBLK-HF51000B
BABBLK-HF51250B

1.63
2.25
2.25
2.25
3.25
4.00
3.25
4.00
3.25
4.00
4.00
5.00
5.00

1.25
1.75
1.75
1.75
2.50
3.13
2.50
3.13
2.50
3.13
3.13
4.00
4.00

  .75
1.13
1.13
1.13
1.63
1.88
1.63
1.88
1.63
1.88
1.88
2.63
2.63

.38

.44

.44

.63

.78

.91

.78

.91

.88

.91

.91

.91

.94

15270
12240
10180

7640

6110

5090

4850
4500
3600

190
270
320
340
600
700
700
800
700
900
900

1600
1800

.5

.9

.9
1.2
2.6
5.4
3.2
5.8
3.7
5.6
6.1
9.4
9.6

.19

.19

.25

.31

.25

.31

.25

.31

.31

.38

.38

.17

.28

.28

.28

.41

.41

.41

.41

.41

.56

.56

Catalog Number B C FD
Max.

Speed
rpm

Max.
Radial
Load

lbf

Weight
oz.

OPERATING TEMPERATURE: -20° F to +200° FDESIGN PARAMETERS

G
Dia.

SHAFT RECOMMENDATIONS
Shafts should be hardened to Rc 95 with 16 µin. finish.
Shafts ends should have radii or be chamfered.

ØG

5°

B
I.D.

D

C

F

E
Features:
• Flange-mounted
• Self-aligning to ± 5°
• Lightweight

  .2513
  .3140
  .3765

  .5017

  .627

  .752

  .878
1.003
1.253

  .2508
  .3133
  .3758

  .5010

  .626

  .751

  .876
1.001
1.251

1/4
5/16
3/8

1/2

5/8

3/4

7/8
1

1-1/4

Shaft
Dia.Nom.

I.D. E

Min. Max.

NEW

Rev:  4-2-13  SS
79B
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Standard Duty Two-Bolt Flange Mounting Blocks
SET SCREW TYPE
• Cast Iron Housing  • Dual Seal Type

NEW

BBXBLK–UFL2018S
BBXBLK–UFL20210S
BBXBLK–UFL20311S
BBXBLK–UFL20412
BBXBLK–UFL20514
BBXBLK–UFL20515
BBXBLK–UFL20516
BBXBLK–UFL20618
BBXBLK–UFL20619
BBXBLK–UFL20620
BBXBLK–UFL20720
BBXBLK–UFL20721
BBXBLK–UFL20722
BBXBLK–UFL20723
BBXBLK–UFL20824
BBXBLK–UFL20825
BBXBLK–UFL20926
BBXBLK–UFL20927
BBXBLK–UFL20928
BBXBLK–UFL21030
BBXBLK–UFL21031
BBXBLK–UFL21032
BBXBLK–UFL21132
BBXBLK–UFL21134
BBXBLK–UFL21135
BBXBLK–UFL21236
BBXBLK–UFL21238
BBXBLK–UFL21239
BBXBLK–UFL21340
BBXBLK–UFL21444
BBXBLK–UFL21547
BBXBLK–UFL21548
BBXBLK–UFL21752
BBXBLK–UFL21856

3/8

3/8

3/8

3/8

1/2

1/2

5/8

5/8

5/8

5/8

3/4
3/4

3/4

7/8
7/8

7/16

1/2

9/16

5/8

11/16

3/4

3/4

3/4

7/8

1

1
1-3/16

1-5/16

1-11/32
1-9/16

1-7/32

1-5/16

1-13/32

1-19/32

1-3/4

2-1/32

2-1/16

2-5/32

2-5/16

2-23/32

2-3/4
2-31/32

3-3/32

3-7/16
3-13/16

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

2-15/16
3

3-1/4
3-1/2

NOTE:  See page 82 for insert bearing data.  

Catalog Number Ød
Shaft H J L A2 A1 A E N Bolt

Size
Weight

lb.

3-29/32

4-7/16

5-1/8

5-27/32

6-11/32

6-7/8

7-13/32

7-3/4

8-13/16

9-27/32

10-5/32
10-7/16

10-27/32

12
12-19/32

3

3-9/16

3-29/32

4-5/8

5-1/8

5-11/16

5-27/32

6-3/16

7-1/4

7-31/32

8-9/32
8-1/2

8-7/8

9-25/32
10-7/16

2-1/4

2-3/8

2-11/16

3-5/32

3-9/16

3-15/16

4-1/4

4-17/32

5-1/8

5-1/2

6-3/32
6-5/16

6-15/32

7-1/2
8-1/16

19/32

19/32

5/8

23/32

3/4

27/32

7/8

7/8

1

1-5/32

1-3/16
1-7/32

1-11/32

1-13/32
1-19/32

1

1

1-1/16

1-7/32

1-11/32

1-7/16

1-1/2

1-19/32

1-11/16

1-29/32

1-31/32
2-1/8

2-3/16

2-15/32
2-11/16

7/16

7/16

7/16

7/16

9/16

9/16

23/32

23/32

23/32

23/32

29/32
29/32

29/32

1
1

    .99

  1.12

  1.32

  1.98

  2.64

  3.30

  4.18

  
  4.85

  
  6.83

  8.82

11.20
12.34

13.66

21.60
27.33

S

7/16

7/16

17/32

17/32

9/16

9/16

5/8

5/8

23/32

23/32

25/32
25/32

7/8

7/8
29/32

45°

L d

A2

E

S

A1

A

J
H

2–N



www.qbcbearings.com
81

INCH

Standard Duty Two-Bolt Flange Mounting Blocks
LOCKING COLLAR TYPE
• Cast Iron Housing  • Dual Seal Type  • Eccentric Collar

NEW

NOTE:  See page 83 for insert bearing data.  

Catalog Number Ød
Shaft H J L A2 A1 A E N Bolt

Size
Weight

lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

3

3-29/32

4-7/16

5-1/8

5-13/16

6-11/32

6-29/32

7-13/32

7-3/4

8-13/16

9-27/32

10-5/32
10-7/16
10-13/16

3

3-9/16

3-29/32

4-19/32

5-1/8

5-21/32

5-27/32

6-3/16

7-1/4

7-31/32

8-9/32
8-1/2

8-27/32

2-1/4

2-3/8

2-11/16

3-5/32

3-17/32

3-15/16

4-1/4

4-7/32

5-1/8

5-1/2

6-3/32
6-5/16
6-15/32

19/32

19/32

5/8

23/32

3/4

27/32

7/8

7/8

31/32

1-5/32

1-3/16
1-7/32
1-11/32

7/16

7/16

1/2

1/2

9/16

9/16

5/8

5/8

25/32

23/32

25/32
25/32
7/8

31/32

1

1-1/16

1-7/32

1-11/32

1-13/32

1-1/2

1-9/16

1-11/16

1-29/32

1-31/32
2-1/8
2-5/32

1-1/2

1-5/8

1-11/16

1-29/32

2-1/32

2-3/16

2-1/4

2-3/8

2-11/16

2-31/32

3-7/32
3-1/4
3-1/2

7/16

7/16

7/16

7/16

9/16

9/16

23/32

23/32

23/32

23/32

29/32
29/32
29/32

3/8

3/8

3/8

3/8

1/2

1/2

5/8

5/8

5/8

5/8

3/4
3/4
3/4

  1.06

  1.61

  1.76

  2.65

  3.53

  4.19

  5.07

  5.74

  8.38

10.60

13.20
13.90
15.87

BBXBLK–HFL2018S
BBXBLK–HFL20210S
BBXBLK–HFL20311S
BBXBLK–HFL20412
BBXBLK–HFL20514
BBXBLK–HFL20515
BBXBLK–HFL20516
BBXBLK–HFL20618
BBXBLK–HFL20619
BBXBLK–HFL20620
BBXBLK–HFL20720
BBXBLK–HFL20721
BBXBLK–HFL20722
BBXBLK–HFL20723
BBXBLK–HFL20824
BBXBLK–HFL20825
BBXBLK–HFL20926
BBXBLK–HFL20927
BBXBLK–HFL20928
BBXBLK–HFL21030
BBXBLK–HFL21031
BBXBLK–HFL21132
BBXBLK–HFL21134
BBXBLK–HFL21135
BBXBLK–HFL21236
BBXBLK–HFL21238
BBXBLK–HFL21239
BBXBLK–HFL21340
BBXBLK–HFL21444
BBXBLK–HFL21548

S

9/16

21/32

11/16

23/32

3/4

27/32

27/32

31/32

1-3/32

1-7/32

1-11/32
1-11/32
1-15/32

F
Min.

—

1-7/32

1-13/32

1-21/32

1-31/32

2-5/32

—

2-17/32

2-13/16

3-1/32

3-5/16
3-1/2

3-11/16

45°

FL d

A2

E

S

A1
A

J
H

2–N
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INCH

• Wide Inner Ring Bearing
• Lubrication Groove with Hole on Set Screw Side 
• Additional Oil Hole on Opposite Side
• Antirotation Device  • Dual Seal

Standard Duty
BALL BEARING INSERTS-SET SCREW TYPE

NEW

Catalog Number

BBXINS–UC2018S
BBXINS–UC20210S
BBXINS–UC20311S
BBXINS–UC20412
BBXINS–UC20514
BBXINS–UC20515
BBXINS–UC20516
BBXINS–UC20618
BBXINS–UC20619
BBXINS–UC20620
BBXINS–UC20720
BBXINS–UC20721
BBXINS–UC20722
BBXINS–UC20723
BBXINS–UC20824
BBXINS–UC20825
BBXINS–UC20926
BBXINS–UC20927
BBXINS–UC20928
BBXINS–UC21030
BBXINS–UC21031
BBXINS–UC21032
BBXINS–UC21132
BBXINS–UC21134
BBXINS–UC21135
BBXINS–UC21236
BBXINS–UC21238
BBXINS–UC21239
BBXINS–UC21340
BBXINS–UC21444
BBXINS–UC21547
BBXINS–UC21548
BBXINS–UC21752
BBXINS–UC21856
BBXINS–UC22064

Ød
Shaft

NOTE:  See pages 76, 78 & 80 for matching blocks.  

D B C S S1 G h N Weight
lb.Dynamic Static

Basic Load
Rating lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

2-15/16
3

3-1/4
3-1/2

4

.28

.26

.24

.40

.51

.48

.44

.75

.68

.66
1.16
1.12
1.05
.99

1.49
1.43
1.72
1.63
1.54
1.92
1.81
1.72
2.79
2.57
2.42
3.67
3.36
3.19
4.27
4.53
5.06
4.69
7.92

10.03
12.78

1.5728

1.8540

2.0472

2.4409

2.8346

3.1496

3.3465

3.5433

3.9370

4.3307

4.7244
4.9213

5.1181

5.9055
6.2992
7.0866

1.0787

1.2205

1.3386

1.5000

1.6890

1.9370

1.9370

2.0315

2.1890

2.5630

2.5630
2.9370

3.0630

3.3740
3.7795
4.2520

.5512

.6299

.6693

.7480

.7874

.8268

.8661

.9055

.9843

1.0630

1.1024
1.1811

1.1811

1.3780
1.4567
1.5748

  .4528

  .5000

  .5630

  .6260

  .6890

  .7480

  .7480

  .7480

  .8740

1.0000

1.0000
1.1890

1.3110

1.3425
1.5630
1.6535

.6260

.7205

.7756

.8740

1.0000

1.1890

1.1890

1.2835

1.3150

1.5630

1.5630
1.7480

1.7520

2.0315
2.2165
2.5984

.1654

.1850

.2165

.2165

.2559

.3150

.3150

.3543

.3543

.4134

.4724

.4724

.4724

.5512

.5512

.6299

.1378

.1732

.1693

.1969

.2283

.2480

.2677

.2559

.2835

.3228

.3159

.3543

.3543

.4331

.4724

.4764

#10-32

1/4-28

1/4-28

1/4-28

5/16-24

5/16-24

5/16-24

3/8-24

3/8-24

3/8-24

3/8-24
7/16-20

7/16-20

7/16-20
1/2-20
5/8-18

2416

2827

3147

4383

5777

6654

7159

7890

9790

10745

12858
13668

14836

18703
21558
27426

1074

1494

1771

2517

3416

4091

4675

5215

6564

7373

8992
10116

11127

14342
16073
20861

D

C
h

d

B

S

G

S1

2-N
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D

C
h

S

d

B

INCH

• Wide Inner Ring Bearing
• Lubrication Groove with Hole on Collar Side 
• Additional Oil Hole on Opposite Side
• Antirotation Device  • Dual Seal

Standard Duty
BALL BEARING INSERTS-LOCKING COLLAR TYPE

NEW

Catalog Number

BBXINS–HC2018S
BBXINS–HC20210S
BBXINS–HC20311S
BBXINS–HC20412
BBXINS–HC20514
BBXINS–HC20515
BBXINS–HC20516
BBXINS–HC20618
BBXINS–HC20619
BBXINS–HC20620
BBXINS–HC20720
BBXINS–HC20721
BBXINS–HC20722
BBXINS–HC20723
BBXINS–HC20824
BBXINS–HC20825
BBXINS–HC20926
BBXINS–HC20927
BBXINS–HC20928
BBXINS–HC21030
BBXINS–HC21031
BBXINS–HC21132
BBXINS–HC21134
BBXINS–HC21135
BBXINS–HC21236
BBXINS–HC21238
BBXINS–HC21239
BBXINS–HC21340
BBXINS–HC21444
BBXINS–HC21548
BBXINS–HC21752
BBXINS–HC21856

Ød
Shaft

NOTE:  See pages 77, 79 & 81 for matching blocks.  

D C B S B1 B3 h D1
Weight

lb.
Dynamic Static

Basic Load
Rating lb.

1/2
5/8

11/16
3/4
7/8

15/16
1

1-1/8
1-3/16
1-1/4
1-1/4
1-5/16
1-3/8
1-7/16
1-1/2
1-9/16
1-5/8

1-11/16
1-3/4
1-7/8

1-15/16
2

2-1/8
2-3/16
2-1/4
2-3/8
2-7/16
2-1/2
2-3/4

3
3-1/4
3-1/2

.51

.46

.42

.51

.62

.60

.53

.92

.88

.84
1.46
1.43
1.34
1.28
1.78
1.74
2.06
2.01
1.92
2.48
2.42
3.31
3.17
2.97
4.27
4.07
3.87
5.40
5.66
6.03
7.92
9.79

1.5748

1.8540

2.0472

2.4409

2.8346

3.1496

3.3465

3.5433

3.9370

4.3307

4.7244
4.9213
5.1181
5.9055
6.2992

.5512

.6299

.6693

.7480

.7874

.8268

.8661

.9055

.9843

1.0630

1.1024
1.1811
1.1811
1.3780
1.4567

1.0945

1.3386

1.3701

1.4331

1.4803

1.6850

1.6850

1.9370

2.1811

2.4331

2.685
2.685
2.937
2.0945
2.1654

.5472

.6693

.6850

.7165

.7402

.8425

.8425

.9685

1.0906

1.2165

1.3425
1.3425
1.4685
.9213
.9646

1.4685

1.7126

1.7441

1.9016

2.0118

2.2165

2.2165

2.4685

2.8071

3.0591

3.3740
3.3740
3.6260
2.8819
2.8543

.5315

.5315

.5315

.6260

.6890

.7205

.7205

.7205

.8150

.8780

.9252

.9252

.9409
1.0630
.9449

.1378

.1732

.1693

.1969

.2283

.2480

.2677

.2559

.2835

.3228

.3150

.3543

.3543

.4331

.4724

1.1260

1.3110

1.5000

1.7520

2.1890

2.3740

2.5000

2.7520

3.0000

3.3150

3.3858
3.8110
4.0160
4.6850
4.7244

2146

2877

3147

4383

5777

6654

7159

7890

9790

10745

12858
13668
14836
18703
21558

1074

1494

1771

2517

3416

4091

4675

5215

6564

7373

8992
10116
11127
14342
16073

B1

B3

D1
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Features:
•	Self-aligning to ± 5°
•	Pillow flange-mounted
• Double shields
• ABEC 3

Specifications:
Max. Speed:  40000 rpm
Max. Radial Load:  544 N

Operating Temperature:  -34°C to +121°C

BBXBLKMPF5M
BBXBLKMPF6M
BBXBLKMPF8M

Catalog Number
d

Nom.
I.D.

5
6
8

Ød

5°

14.3

4.8

6.8

27

14.29
Ø5.2

1.5

25.4

15.9

The projections shown are per ISO convention.

NEW
Pillow Flange-Mounted Ball Bearings
• High Chromium Alloy Steel Bearing
• Carbon Steel, Black Oxide Finish Flange & Retainer

Rev:  4-2-13  SS
83A
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Pillow Flange-Mounted Ball Bearings

Features:
•	Self-aligning to ± 5°
•	Pillow flange-mounted
• Double shields
• ABEC 3

Specifications:
Max. Speed:  40000 rpm
Max. Radial Load:  122 lbf

Operating Temperature:  -30°F to +250°F

BBXBLK-PF187
BBXBLK-PF250
BBXBLK-PF312

Catalog Number Nom.
I.D.

3/16
1/4
5/16

5°

.56
.19

.27

I.D.

.63

1.06

.563
Ø.21

.06

1.00

• High Chromium Alloy Steel Bearing
• Carbon Steel, Black Oxide Finish Flange & Retainer

Rev:  4-2-13  SS
83B




