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INCH

Nonmetallic
SLEEVE BEARINGS-PLAIN | FLANGED
• Machined Ertalyte Polyester  • Self-Lubricating     

BSPPLN–040800E
BSPPLN–041200E
BSPPLN–060800E
BSPPLN–061200E
BSPPLN–080800E
BSPPLN–081200E
BSPPLN–081600E
BSPPLN–101200E
BSPPLN–101600E
BSPPLN–121200E
BSPPLN–121600E
BSPPLN–161600E
BSPPLN–162400E

Catalog Number
  I.D.

+.0015
 -.0000

  O.D.
+.002
 -.000

L
Length

±.005

.128 

.190 

.253
 

.316 

.379 

.504

.252 

.315

.377

.503 

.503

.753

1/4
3/8
1/4
3/8
1/4
3/8
1/2
3/8
1/2
3/8
1/2
1/2
3/4

Temperature Range:  32°F to +210°FPLAIN BEARINGS

BSPFLN–060802E
BSPFLN–061202E
BSPFLN–081202E
BSPFLN–081602E
BSPFLN–101202E
BSPFLN–101602E
BSPFLN–121202E
BSPFLN–121602E
BSPFLN–161603E
BSPFLN–162403E

.190 

.253 

.316 

.379 

.504

.315 

.377 

.440 

.503 

.753

1/4
3/8
3/8
1/2
3/8
1/2
3/8
1/2
1/2
3/4

 7/16 

1/2 

9/16 

5/8 

1

 1/16 

1/16 

1/16 

1/16 

3/32

FLANGED BEARINGS

Catalog Number
 I.D.

+.0015
 -.0000

  O.D.
+.002
 -.000

L
Length

±.005

A
Flange

Diameter
±.005

B
Flange
Width
±.003

Temperature Range:  32°F to +210°F

PLAIN

L

O.D. I.D.

FLANGED

L

O.D.I.D.A

B
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METRIC

Nonmetallic
SLEEVE BEARINGS-PLAIN | FLANGED
• Machined Ertalyte Polyester  • Self-Lubricating     

Catalog Number d
+0.04

D
+0.05

S
Length

±0.13

Temperature Range:  -40°C to +121°CPLAIN BEARINGS

BSPPLNM030400E
BSPPLNM030600E
BSPPLNM040400E
BSPPLNM040600E
BSPPLNM050600E
BSPPLNM050800E
BSPPLNM051000E
BSPPLNM060800E
BSPPLNM061200E
BSPPLNM080800E
BSPPLNM081200E
BSPPLNM101200E
BSPPLNM101600E

  3.06     

  4.06     
     
  5.06

  6.07     

  8.08

10.1

6.05   

8.06 
 

10.05
 

10.05 

12.07

16.07

  4
  6
  4
  6
  6
  8
10
  8
12
  8
12
12
16

FLANGED BEARINGS

Catalog Number

Temperature Range:  -40°C to +121°C

d
+0.04

D
+0.05 

S
Length

±0.13

D1
Flange

Diameter
±0.13

S1
Flange
Width
±0.08

BSPFLNM040402E
BSPFLNM040602E
BSPFLNM050802E
BSPFLNM051002E
BSPFLNM060802E
BSPFLNM061202E
BSPFLNM080802E
BSPFLNM081202E
BSPFLNM101203E
BSPFLNM101603E

  4.06   

  5.06   

  6.07 

  8.08 

10.1

4
6
8

10
8

12
8

12
12
16

10 

12 

14

15.8 

20

2 

2 

2

2 

3

8.06  

10.05  

10.05  

12.07 

16.07

S

D d

S

Dd

S1

D1

PLAIN FLANGED
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INCH

Nonmetallic
SLEEVE BEARINGS-PLAIN
• Machined Teflon    

BSPPLN–040804T
BSPPLN–040806T
BSPPLN–040808T
BSPPLN–040812T
BSPPLN–061004T
BSPPLN–061008T
BSPPLN–061012T
BSPPLN–061016T
BSPPLN–081208T
BSPPLN–081212T
BSPPLN–081216T
BSPPLN–081220T
BSPPLN–101408T
BSPPLN–101412T
BSPPLN–101416T
BSPPLN–101420T
BSPPLN–101424T
BSPPLN–121612T
BSPPLN–121616T
BSPPLN–121620T
BSPPLN–121624T
BSPPLN–162016T
BSPPLN–162020T
BSPPLN–162024T
BSPPLN–162032T

Catalog Number
Shaft
Size
(Ref.)

I.D.
+.005
 -.000

O.D.
+.005
 -.000

 
 1/8 

 
 

3/16 
 
 

1/4 

 
 

5/16
 
 
 

 3/8 
 
 

1/2

 

 .126 
 
 

.188 
 
 

.251 
 
 
 

.313
 
 
 

.376 
 
 

.501

.252 
 
 

.315 
  
 

.377 
 
 
 

.439
 
 
 

.502 
 
 

.628

L
±.010

.125

.187

.250

.375

.125

.250

.375

.500

.250

.375

.500

.625

.250

.375

.500

.625

.750

.375

.500

.625

.750

.500

.625

.750
1.000

L

O.D. I.D.
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METRIC

Nonmetallic
SLEEVE BEARINGS-PLAIN
• Machined Teflon    

BSPPLNM030604T
BSPPLNM030606T
BSPPLNM030610T
BSPPLNM050804T
BSPPLNM050808T
BSPPLNM050812T
BSPPLNM061006T
BSPPLNM061010T
BSPPLNM061012T
BSPPLNM061016T
BSPPLNM081208T
BSPPLNM081212T
BSPPLNM081216T
BSPPLNM101308T
BSPPLNM101310T
BSPPLNM101316T
BSPPLNM101320T
BSPPLNM121610T
BSPPLNM121612T
BSPPLNM121620T
BSPPLNM121625T

Catalog Number
Shaft
Size
(Ref.)

d
+0.13

D
±0.13

 
3
 
 
5
 
 

 6 
 

8
 

10 
  
 

12

 
3.018

 
 

5.018
 

6.018 

8.018
 

10.018 
  
 

12.018

 
6.04

 
 

8.04
 
 

10.04 

12.05
 

13.05 
 
 

16.05

S
±0.12

4
6

10
4
8

12
6

10
12
16
8

12
16
8

10
16
20
10
12
20
25

S

D d
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INCH

Nonmetallic
SLEEVE BEARINGS-FLANGED
• Machined Teflon

BSPFLN–040804T
BSPFLN–040806T
BSPFLN–040808T
BSPFLN–040812T
BSPFLN–061004T
BSPFLN–061008T
BSPFLN–061012T
BSPFLN–061016T
BSPFLN–081208T
BSPFLN–081212T
BSPFLN–081216T
BSPFLN–081220T
BSPFLN–101408T
BSPFLN–101412T
BSPFLN–101416T
BSPFLN–101420T
BSPFLN–101424T
BSPFLN–121612T
BSPFLN–121616T
BSPFLN–121620T
BSPFLN–121624T
BSPFLN–162016T
BSPFLN–162020T
BSPFLN–162024T
BSPFLN–162032T

.047 

.047

 .047

.093

.093

.125

.312

.375

.500

.562

.687

.875

Catalog Number
Shaft
Size
(Ref.)

I.D.
+.005
 -.000

O.D.
+.005
 -.000

1/8

3/16

1/4

5/16

3/8

1/2

L
±.010

A
±.010

B
±.005

.125

.187

.250

.375

.125

.250

.375

.500

.250

.375

.500

.625

.250

.375

.500

.625

.750

.375

.500

.625

.750

.500

.625

.750
1.000

.126

.188

.251

.313

.376

.501

.252

.315

.377

.439

.502

.628

L

O.D.I.D.

B

A
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METRIC

BSPFLNM030604T
BSPFLNM030606T
BSPFLNM030610T
BSPFLNM050804T
BSPFLNM050808T
BSPFLNM050812T
BSPFLNM061006T
BSPFLNM061010T
BSPFLNM061012T
BSPFLNM061016T
BSPFLNM081208T
BSPFLNM081212T
BSPFLNM081216T
BSPFLNM101308T
BSPFLNM101310T
BSPFLNM101316T
BSPFLNM101320T
BSPFLNM121610T
BSPFLNM121612T
BSPFLNM121620T
BSPFLNM121625T

Catalog Number
Shaft
Size
(Ref.)

D
±0.13

3

5

 6 

8

10 

12

3.018

5.018

6.018 

8.018

10.018 

12.018

6.04

8.04

10.04 

12.05

13.05 

16.05

S
±0.12

D1
±0.25

S1
±0.13

4
6

10
4
8

12
6

10
12
16
8

12
16
8

10
16
20
10
12
20
25

  8

10

12 

16

16

19

1.2 

1.2 

1.2 

1.5

1.5 

1.5

d
+0.13

Nonmetallic
SLEEVE BEARINGS-FLANGED
• Machined Teflon

S

Dd

S1

D1
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Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS
• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-02TH02
BSNPLN-02TH03
BSNPLN-025TH025
BSNPLN-025TH04
BSNPLN-03TH03
BSNPLN-03TH04
BSNPLN-03TH06
BSNPLN-04TH04
BSNPLN-04TH06
BSNPLN-05TH06
BSNPLN-05TH08
BSNPLN-06TH03
BSNPLN-06TH04
BSNPLN-06TH06
BSNPLN-06TH08
BSNPLN-06TH10
BSNPLN-06TH12
BSNPLN-07TH08
BSNPLN-07TH12
BSNPLN-08TH04
BSNPLN-08TH06
BSNPLN-08TH08
BSNPLN-08TH10
BSNPLN-08TH12
BSNPLN-08TH14
BSNPLN-09TH06
BSNPLN-09TH08
BSNPLN-09TH10
BSNPLN-09TH12
BSNPLN-10TH04
BSNPLN-10TH08
BSNPLN-10TH10

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

.1250

.1563

.1875

.2500

.3125

.3750

.4375

.5000

.5625

.6250

.1875

.2188

.2500

.3125

.3750

.4688

.5313

.5938

.6563

.7188

.1243

.1236

.1554

.1547

.1865

.1858

.2490

.2481

.3115

.3106

.3740

.3731

.4365

.4355

.4990

.4980

.5615

.5605

.6240

.6230

.1878

.1873

.2191

.2186

.2503

.2497

.3128

.3122

.3753

.3747

.4691

.4684

.5316

.5309

.5941

.5934

.6566

.6559

.7192

.7184

.1268

.1243

.1581

.1556

.1893

.1867

.2518

.2492

.3143

.3117

.3769

.3742

.4394

.4367

.5019

.4992

.5644

.5617

.6270

.6242

.1250

.1875

.1563

.2500

.1875

.2500

.3750

.2500

.3750

.3750

.5000

.1875

.2500

.3750

.5000

.6250

.7500

.5000

.7500

.2500

.3750

.5000

.6250

.7500

.8750

.3750

.5000

.6250

.7500

.2500

.5000

.6250

Continued on the next page

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Page 1 of 11
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Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS
• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-10TH12
BSNPLN-10TH14
BSNPLN-10TH16

BSNPLN-11TH14

BSNPLN-12TH04
BSNPLN-12TH06
BSNPLN-12TH08
BSNPLN-12TH10
BSNPLN-12TH12
BSNPLN-12TH16
BSNPLN-13TH12
BSNPLN-13TH18
BSNPLN-14TH04
BSNPLN-14TH06
BSNPLN-14TH12
BSNPLN-14TH14
BSNPLN-14TH16
BSNPLN-14TH20
BSNPLN-16TH06
BSNPLN-16TH08
BSNPLN-16TH12
BSNPLN-16TH16
BSNPLN-16TH20
BSNPLN-16TH24
BSNPLN-18TH06
BSNPLN-18TH10
BSNPLN-18TH12
BSNPLN-18TH16
BSNPLN-20TH06
BSNPLN-20TH12
BSNPLN-20TH14

Catalog Number D1 D2

L
Length

±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

.6250

.6875

.7500

.8125

.8750

1.0000

1.1250

1.2500

.7188

.7813

.8750

.9375

1.0000

1.1250

1.2813

1.4063

.6240

.6230

.6865

.6855

.7491

.7479

.8116
.8104

.8741

.8729

.9991

.9979

1.1238
1.1226

1.2488
1.2472

.7192

.7184

.7817

.7809

.8755

.8747

.9380

.9372

1.0005
.9997

1.1256
1.1246

1.2818
1.2808

1.4068
1.4058

.6270

.6242

.6895

.6867

.7525

.7493

.8150
.8118

.8775

.8743

1.0026
.9992

1.1278
1.1240

1.2528
1.2490

.7500

.8750
1.0000

.8750

.2500

.3750

.5000

.6250

.7500
1.0000
.7500

1.1250
.2500
.3750
.7500
.8750

1.0000
1.2500
.3750
.5000
.7500

1.0000
1.2500
1.5000
.3750
.6250
.7500

1.0000
.3750
.7500
.8750

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 2 of 11
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• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-20TH16
BSNPLN-20TH20
BSNPLN-20TH28
BSNPLN-22TH12
BSNPLN-22TH16
BSNPLN-22TH22
BSNPLN-22TH24
BSNPLN-22TH28
BSNPLN-24TH08
BSNPLN-24TH16
BSNPLN-24TH18
BSNPLN-24TH20
BSNPLN-24TH24
BSNPLN-24TH32
BSNPLN-26TH16
BSNPLN-26TH24
BSNPLN-28TH16
BSNPLN-28TH24
BSNPLN-28TH28
BSNPLN-28TH32
BSNPLN-30TH12
BSNPLN-30TH16
BSNPLN-30TH30
BSNPLN-30TH36
BSNPLN-32TH08
BSNPLN-32TH16
BSNPLN-32TH24

Catalog Number D1 D2

L
Length

±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

1.2500

1.3750

1.5000

1.6250

1.7500

1.8750

2.0000

1.4063

1.5313

1.6563

1.7813

1.9375

2.0625

2.1875

1.2488
1.2472

1.3738
1.3722

1.4988
1.4972

1.6238
1.6222

1.7487
1.7471

1.8737
1.8721

1.9987
1.9969

1.4068
1.4058

1.5318
1.5308

1.6568
1.6558

1.7818
1.7808

1.9381
1.9371

2.0633
2.0621

2.1883
2.1871

1.2528
1.2490

1.3778
1.3740

1.5028
1.4990

1.6278
1.6240

1.7535
1.7489

1.8787
1.8739

2.0037
1.9989

1.0000
1.2500
1.7500
.7500

1.0000
1.3750
1.5000
1.7500
.5000

1.0000
1.1250
1.2500
1.5000
2.0000
1.0000
1.5000
1.0000
1.5000
1.7500
2.0000
.7500

1.0000
1.8750
2.2500
.5000

1.0000
1.5000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 3 of 11
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• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-32TH28
BSNPLN-32TH32
BSNPLN-32TH40

BSNPLN-34TH48

BSNPLN-36TH28
BSNPLN-36TH32
BSNPLN-36TH36
BSNPLN-36TH40
BSNPLN-36TH48
BSNPLN-36TH56
BSNPLN-36TH60
BSNPLN-36TH64
BSNPLN-36TH72
BSNPLN-40TH16
BSNPLN-40TH26
BSNPLN-40TH32
BSNPLN-40TH40
BSNPLN-40TH48
BSNPLN-40TH56
BSNPLN-40TH60
BSNPLN-40TH64
BSNPLN-40TH72
BSNPLN-40TH76
BSNPLN-44TH32
BSNPLN-44TH36
BSNPLN-44TH40
BSNPLN-44TH48

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

2.0000

2.1250

2.2500

2.5000

2.7500

2.1875

2.3125

2.4375

2.6875

2.9375

1.9987
1.9969

2.1257
2.1239

2.2507
2.2489

2.5011
2.4993

2.7500
2.7482

2.1883
2.1871

2.3127
2.3115

2.4377
2.4365

2.6881
2.6869

2.9370
2.9358

2.0037
1.9989

2.1323
2.1259

2.2573
2.2509

2.5077
2.5013

2.7566
2.7502

1.7500
2.0000
2.5000

3.0000

1.7500
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
1.0000
1.6250
2.0000
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
2.0000
2.2500
2.5000
3.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 4 of 11
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• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-44TH56
BSNPLN-44TH60
BSNPLN-44TH64
BSNPLN-44TH72
BSNPLN-44TH76
BSNPLN-44TH80
BSNPLN-46TH32
BSNPLN-46TH36
BSNPLN-46TH40
BSNPLN-46TH48
BSNPLN-46TH56
BSNPLN-46TH60
BSNPLN-46TH64
BSNPLN-46TH72
BSNPLN-46TH76
BSNPLN-46TH80
BSNPLN-48TH32
BSNPLN-48TH36
BSNPLN-48TH40
BSNPLN-48TH48
BSNPLN-48TH56
BSNPLN-48TH60
BSNPLN-48TH64
BSNPLN-48TH72
BSNPLN-48TH76
BSNPLN-48TH80

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

2.7500

2.8750

3.0000

2.9375

3.0625

3.1875

2.7500
2.7482

2.8752
2.8734

3.0000
2.9982

2.9370
2.9358

3.0623
3.0610

3.1872
2.1858

2.7566
2.7502

2.8819
2.8754

3.0068
3.0002

3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page
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• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-52TH32
BSNPLN-52TH38
BSNPLN-52TH40
BSNPLN-52TH48
BSNPLN-52TH56
BSNPLN-52TH60
BSNPLN-52TH64
BSNPLN-52TH72
BSNPLN-52TH76
BSNPLN-52TH80
BSNPLN-56TH32
BSNPLN-56TH38
BSNPLN-56TH40
BSNPLN-56TH48
BSNPLN-56TH56
BSNPLN-56TH60
BSNPLN-56TH64
BSNPLN-56TH72
BSNPLN-56TH76
BSNPLN-56TH80
BSNPLN-58TH32
BSNPLN-58TH36
BSNPLN-58TH40
BSNPLN-58TH48
BSNPLN-58TH56
BSNPLN-58TH60
BSNPLN-58TH64

Catalog Number D1 D2

L
Length

±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

3.2500

3.5000

3.6250

3.4375

3.6875

3.8125

3.2500
3.2480

3.5000
3.4978

3.6250
3.6228

3.4372
3.4358

3.6872
3.6858

3.8122
3.8108

3.2568
3.2502

3.5068
3.5002

3.6318
3.6258

2.0000
2.3750
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.3750
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 6 of 11



INCH www.qbcbearings.com

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-58TH72
BSNPLN-58TH76
BSNPLN-58TH80
BSNPLN-60TH32
BSNPLN-60TH36
BSNPLN-60TH40
BSNPLN-60TH48
BSNPLN-60TH56
BSNPLN-60TH60
BSNPLN-60TH64
BSNPLN-60TH72
BSNPLN-60TH76
BSNPLN-60TH80
BSNPLN-64TH32
BSNPLN-64TH36
BSNPLN-64TH40
BSNPLN-64TH48
BSNPLN-64TH56
BSNPLN-64TH60
BSNPLN-64TH64
BSNPLN-64TH72
BSNPLN-64TH76
BSNPLN-64TH80
BSNPLN-68TH32
BSNPLN-68TH36
BSNPLN-68TH40
BSNPLN-68TH48

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

3.6250

3.7500

4.0000

4.2500

3.8125

3.9375

4.1875

4.4375

3.6250
3.6228

3.7500
3.7478

4.0000
3.9978

4.2500
4.2478

3.8122
3.8108

3.9372
3.9358

4.1872
4.1858

4.4372
4.4358

3.6318
3.6258

3.7568
3.7502

4.0068
4.0002

4.2568
4.2502

4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 7 of 11



INCH www.qbcbearings.com

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-68TH56
BSNPLN-68TH60
BSNPLN-68TH64
BSNPLN-68TH72
BSNPLN-68TH76
BSNPLN-68TH80
BSNPLN-70TH32
BSNPLN-70TH36
BSNPLN-70TH40
BSNPLN-70TH48
BSNPLN-70TH56
BSNPLN-70TH60
BSNPLN-70TH64
BSNPLN-70TH72
BSNPLN-70TH76
BSNPLN-70TH80
BSNPLN-72TH32
BSNPLN-72TH36
BSNPLN-72TH40
BSNPLN-72TH48
BSNPLN-72TH56
BSNPLN-72TH60
BSNPLN-72TH64
BSNPLN-72TH72
BSNPLN-72TH76
BSNPLN-72TH80

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

4.2500

4.3750

4.5000

4.4375

4.5625

4.6875

4.2500
4.2478

4.3750
4.3728

4.5000
4.4978

4.4372
4.4358

4.5622
4.5608

4.6872
4.6858

4.2568
4.2502

4.3818
4.3752

4.5068
4.5002

3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

Page 8 of 11



INCH www.qbcbearings.com

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-76TH32
BSNPLN-76TH36
BSNPLN-76TH40
BSNPLN-76TH48
BSNPLN-76TH56
BSNPLN-76TH60
BSNPLN-76TH64
BSNPLN-76TH72
BSNPLN-76TH76
BSNPLN-76TH80
BSNPLN-80TH32
BSNPLN-80TH36
BSNPLN-80TH40
BSNPLN-80TH48
BSNPLN-80TH56
BSNPLN-80TH60
BSNPLN-80TH64
BSNPLN-80TH72
BSNPLN-80TH76
BSNPLN-80TH80
BSNPLN-84TH32
BSNPLN-84TH36
BSNPLN-84TH40
BSNPLN-84TH48
BSNPLN-84TH56
BSNPLN-84TH60
BSNPLN-84TH64

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

4.7500

5.0000

5.2500

4.9375

5.1875

5.4375

4.7500
4.7475

4.9986
4.9961

5.2500
5.2475

4.9374
4.9358

5.1860
5.1844

5.4374
5.4358

4.7570
4.7502

5.0056
5.9988

5.2570
5.2502

2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page
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INCH www.qbcbearings.com

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-84TH72
BSNPLN-84TH76
BSNPLN-84TH80
BSNPLN-88TH32
BSNPLN-88TH36
BSNPLN-88TH40
BSNPLN-88TH48
BSNPLN-88TH56
BSNPLN-88TH60
BSNPLN-88TH64
BSNPLN-88TH72
BSNPLN-88TH76
BSNPLN-88TH80
BSNPLN-92TH32
BSNPLN-92TH36
BSNPLN-92TH40
BSNPLN-92TH48
BSNPLN-92TH56
BSNPLN-92TH60
BSNPLN-92TH64
BSNPLN-92TH72
BSNPLN-92TH76
BSNPLN-92TH80
BSNPLN-96TH32
BSNPLN-96TH36
BSNPLN-96TH40
BSNPLN-96TH48

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

5.2500

5.5000

5.7500

6.0000

5.4375

5.6875

5.9375

6.1875

5.2500
5.2475

5.5000
5.4975

5.7500
5.7475

6.0000
5.9975

5.4374
5.4358

5.6874
5.6858

5.9374
5.9358

6.1874
5.1858

5.2570
5.2502

5.5070
5.5002

5.7570
5.7502

6.0070
6.0002

4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page
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INCH www.qbcbearings.com

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

BSNPLN-96TH56
BSNPLN-96TH60
BSNPLN-96TH64
BSNPLN-96TH72
BSNPLN-96TH76
BSNPLN-96TH80
BSNPLN-100TH32
BSNPLN-100TH36
BSNPLN-100TH40
BSNPLN-100TH48
BSNPLN-100TH56
BSNPLN-100TH60
BSNPLN-100TH64
BSNPLN-100TH72
BSNPLN-100TH76
BSNPLN-100TH80
BSNPLN-104TH32
BSNPLN-104TH36
BSNPLN-104TH40
BSNPLN-104TH48
BSNPLN-104TH56
BSNPLN-104TH60
BSNPLN-104TH64
BSNPLN-104TH72
BSNPLN-104TH76
BSNPLN-104TH80

Catalog Number D1 D2
L

Length
±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

6.0000

6.2500

6.5000

6.1875

6.4375

6.6875

6.0000
5.9975

6.2500
6.2475

6.5000
6.4975

6.1874
6.1858

6.4374
6.4358

6.6874
6.6858

6.0070
6.0002

6.2570
6.2502

6.5070
6.5002

3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000
2.0000
2.2500
2.5000
3.0000
3.5000
3.7500
4.0000
4.5000
4.7500
5.0000

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Page 11of 11



METRIC www.qbcbearings.com

BSNPLNM
Page 3 of 8

09-20-07  MH
REV:  4-15-10  SS

B620  P85F
NEW 

BSNPLNMMB030453
BSNPLNMMB030454
BSNPLNMMB030455
BSNPLNMMB030456
BSNPLNMMB040553
BSNPLNMMB040554
BSNPLNMMB040556
BSNPLNMMB0405510
BSNPLNMMB05075
BSNPLNMMB05078
BSNPLNMMB050710
BSNPLNMMB06084
BSNPLNMMB06086
BSNPLNMMB06088
BSNPLNMMB060810

BSNPLNMMB070910

BSNPLNMMB08106
BSNPLNMMB08108
BSNPLNMMB081010
BSNPLNMMB081012

BSNPLNMMB10128

Catalog Number D1 D2

L
Length

±0.25

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

3

4

5

6

7

8

10

  4.5

  5.5

  7

  8 

  9

10

12

2.994
3.000

3.992
4.000

4.978
4.990

5.978
5.990

6.972
6.987

7.972
7.987

9.972
9.987

3.000
3.048

4.000
4.048

4.990
5.055

5.990
6.055

6.990
7.055

7.990
8.055

9.990
10.058

3
4
5
6
3
4
6

10
5
8

10
4
6
8

10

10

6
8

10
12

8

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW
Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

Continued on the next page

4.500
4.508

5.000
5.508

7.000
7.015

8.000
8.015

9.000
9.015

10.000
10.015

12.000
12.018

Page 1 of 6



METRIC www.qbcbearings.com

BSNPLNM
Page 4 of 8

09-20-07  MH
REV:  09-26-07   JC

B620  P85F-1
NEW 

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW
Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

BSNPLNMMB101210
BSNPLNMMB101212
BSNPLNMMB101215
BSNPLNMMB101220
BSNPLNMMB12148
BSNPLNMMB121410
BSNPLNMMB121412
BSNPLNMMB121415
BSNPLNMMB121420
BSNPLNMMB121425
BSNPLNMMB131510
BSNPLNMMB131520
BSNPLNMMB14165
BSNPLNMMB141610
BSNPLNMMB141612
BSNPLNMMB141615
BSNPLNMMB141620
BSNPLNMMB141625
BSNPLNMMB151710
BSNPLNMMB151712
BSNPLNMMB151715

Catalog Number D1 D2

10

12

13

14

15

12

14

15

16

17

9.972
9.987

11.966
11.984

12.966
12.984 

13.966
13.984

14.966
14.984

12.000
12.018

14.000
14.018

15.000
15.018 

16.000
16.018

17.000
17.018

9.990
10.058

11.990
12.058

12.990
13.058 

13.990
14.058

14.990
15.058

10
12
15
20
8

10
12
15
20
25
10
20
5

10
12
15
20
25
10
12
15

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

L
Length

±0.25

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Continued on the next page

Page 2 of 6



METRIC www.qbcbearings.com

BSNPLNM
Page 5 of 8

09-20-07  MH
REV:  09-26-07   JC

B620  P85F-2
NEW 

BSNPLNMMB151720
BSNPLNMMB151725
BSNPLNMMB161810
BSNPLNMMB161812
BSNPLNMMB161815
BSNPLNMMB161820
BSNPLNMMB161825
BSNPLNMMB171915
BSNPLNMMB171920
BSNPLNMMB182010
BSNPLNMMB182015
BSNPLNMMB182020
BSNPLNMMB182025
BSNPLNMMB202210
BSNPLNMMB202215
BSNPLNMMB202220
BSNPLNMMB202310
BSNPLNMMB202315
BSNPLNMMB202320
BSNPLNMMB202325
BSNPLNMMB202330

Catalog Number D1 D2

15

16

17

18

20

20

17

18

19

20

22

23

14.966
19.984

15.966
15.984

16.966
16.984

17.966
17.984

19.959
19.980

19.959
19.980

17.000
17.018

18.000
18.018

19.000
19.021

20.000
20.021

22.000
22.021

23.000
23.021

14.990
15.058

15.990
16.058

16.990
17.061

17.990
18.061

19.990
20.061

19.990
20.071

20
25
10
12
15
20
25
15
20
10
15
20
25
10
15
20
10
15
20
25
30

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

L
Length

±0.25

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Continued on the next page

Page 3 of 6



METRIC www.qbcbearings.com

BSNPLNM
Page 6 of 8

09-20-07  MH
REV:  3-17-23 LP

B620  P85G
NEW

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free   

NEW
Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

BSNPLNMMB222515
BSNPLNMMB222520
BSNPLNMMB222525
BSNPLNMMB222530
BSNPLNMMB222715
BSNPLNMMB222720
BSNPLNMMB222725
BSNPLNMMB222730
BSNPLNMMB242715
BSNPLNMMB242720
BSNPLNMMB242725
BSNPLNMMB242730
BSNPLNMMB252812
BSNPLNMMB252815
BSNPLNMMB252820
BSNPLNMMB252825
BSNPLNMMB252830
BSNPLNMMB252850
BSNPLNMMB283215
BSNPLNMMB283220
BSNPLNMMB283225
BSNPLNMMB283230
BSNPLNMMB303410
BSNPLNMMB303415

Catalog Number D1 D2

22

22

24

25

28

30

25

27

27

28

32

34

21.959
21.980

21.959
21.980

23.959
23.980

24.959
24.980

27.959
27.980

29.959
29.980

25.000
25.021

27.000
27.021

27.000
28.021

28.000
28.021

32.000
32.025

34.000
34.025

21.990
22.071

21.990
22.071

23.990
24.071

24.990
25.071

27.990
28.085

29.990
30.085

15
20
25
30
15
20
25
30
15
20
25
30
12
15
20
25
30
50
15
20
25
30
10
15

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

L
Length

±0.25

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
	 of sintered bronze and  PTFE.

Continued on the next page



METRIC www.qbcbearings.com

BSNPLNM
Page 7 of 8

09-20-07  MH
REV:  09-20-07  MH

B620  P85G-1
NEW

BSNPLNMMB303420
BSNPLNMMB303425
BSNPLNMMB303430
BSNPLNMMB303440
BSNPLNMMB323620
BSNPLNMMB323630
BSNPLNMMB323640
BSNPLNMMB353920
BSNPLNMMB353930
BSNPLNMMB353935
BSNPLNMMB353940
BSNPLNMMB353950

BSNPLNMMB374120

BSNPLNMMB404420
BSNPLNMMB404430
BSNPLNMMB404440
BSNPLNMMB404445
BSNPLNMMB404450
BSNPLNMMB455020
BSNPLNMMB455030
BSNPLNMMB455040
BSNPLNMMB455045
BSNPLNMMB455050

Catalog Number D1 D2

30

32

35

37

40

45

34

36

39

41

44

50

29.959
29.980

31.950
31.975

34.950
34.975

36.950
36.975

39.950
39.975

44.950
44.975

34.000
34.025

36.000
36.025

39.000
39.025

41.000
41.025

44.000
44.025

50.000
50.025

29.990
30.085

31.990
32.085

34.990
35.085

36.990
37.085

39.990
40.085

44.990
45.105

20
25
30
40
20
30
40
20
30
35
40
50

20

20
30
40
45
50
20
30
40
45
50

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

L
Length

±0.25

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Continued on the next page

Page 5 of 6



METRIC www.qbcbearings.com

BSNPLNM
Page 8 of 8

09-20-07  MH
REV:  9-26-07  JC

B620  P85G-2
NEW

BSNPLNMMB505520
BSNPLNMMB505525
BSNPLNMMB505530
BSNPLNMMB505540
BSNPLNMMB505550
BSNPLNMMB505560
BSNPLNMMB556020
BSNPLNMMB556025
BSNPLNMMB556030
BSNPLNMMB556040
BSNPLNMMB556050
BSNPLNMMB556055
BSNPLNMMB556060
BSNPLNMMB606520
BSNPLNMMB606530
BSNPLNMMB606540
BSNPLNMMB606550
BSNPLNMMB606560
BSNPLNMMB606570
BSNPLNMMB657030
BSNPLNMMB657040
BSNPLNMMB657050
BSNPLNMMB657070
BSNPLNMMB707540
BSNPLNMMB707550
BSNPLNMMB707560
BSNPLNMMB707570

Catalog Number D1 D2

50

55

60

65

70

55

60

65

70

75

49.950
49.975

54.940
54.970

59.940
59.970

64.940
64.970

69.940
69.970

55.000
55.030

60.000
60.030

65.000
65.030

70.000
70.030

75.000
75.030

49.990
50.110

54.990
55.110

59.990
60.110

64.990
65.110

69.990
70.110

20
25
30
40
50
60
20
25
30
40
50
55
60
20
30
40
50
60
70
30
40
50
70
40
50
60
70

• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

L
Length

±0.25

Self-Lubricating / Split-Type
PLAIN SLEEVE BEARINGS

Dg

D2

D1

d

L

45 ±5°

20 ±5°

SPLIT

NOTE: 	A composite liner consists of a carbon steel backing, an intermediate layer
of sintered bronze and PTFE.

Page 6 of 6
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157

Self-Lubricating | Split-Type
FLANGED SLEEVE BEARINGS
• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free   

NEW

BSNFLN–06FTH04
BSNFLN–06FTH06
BSNFLN–06FTH08
BSNFLN–06FTH12
BSNFLN–08FTH04
BSNFLN–08FTH06
BSNFLN–08FTH08
BSNFLN–08FTH12
BSNFLN–10FTH06
BSNFLN–10FTH08
BSNFLN–10FTH10
BSNFLN–10FTH12
BSNFLN–12FTH06
BSNFLN–12FTH08
BSNFLN–12FTH12
BSNFLN–12FTH16
BSNFLN–14FTH08
BSNFLN–14FTH12
BSNFLN–14FTH16
BSNFLN–14FTH20
BSNFLN–16FTH08
BSNFLN–16FTH12
BSNFLN–16FTH16
BSNFLN–16FTH20
BSNFLN–20FTH16
BSNFLN–20FTH20
BSNFLN–20FTH24
BSNFLN–24FTH16
BSNFLN–24FTH24
BSNFLN–24FTH32
BSNFLN–28FTH16
BSNFLN–28FTH24
BSNFLN–28FTH32

Catalog Number D2
D3

±.020

L
Length

±.010

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.
  .2500
  .3750
  .5000
  .7500
  .2500
  .3750
  .5000
  .7500
  .3750
  .5000
  .6250
  .7500
  .3750
  .5000
  .7500
1.0000
  .5000
  .7500
1.0000
1.2500
  .5000
  .7500
1.0000
1.2500
1.0000
1.2500
1.5000
1.0000
1.5000
2.0000
1.0000
1.5000
2.0000

D1

.3750

.5000

.6250

.7500

.8750

1.0000

1.2500

1.5000

1.7500

.4688

.5938

.7188

.8750

1.0000

1.1250

1.4063

1.6563

1.9375

.6875

.8125

.9375

1.1250

1.2500

1.3750

1.7500

2.0000

2.3750

.3740

.3731

.4990

.4980

.6240

.6230

.7491

.7479

.8741

.8729

.9991

.9979

1.2488
1.2472

1.4988
1.4972

1.7487
1.7471

.4691

.4684

.5941

.5934

.7192

.7184

.8755

.8747

1.0005
.9997

1.1256
1.1246

1.4068
1.4058

1.6568
1.6558

1.9381
1.9371

.3769

.3742

.5019

.4992

.6270

.6242

.7525

.7493

.8775

.8743

1.0026
.9992

1.2528
1.2490

1.5028
1.4990

1.7535
1.7489

SPLIT

D2 Dg D1 D3d

L

NOTE:  A composite liner consists of a carbon steel backing, an intermediate layer of 
sintered bronze, PTFE, and lead sliding lining. The bushing contains a certain 
quantity of lead which, owing to wear during operation, is gradually released 
and may mix with the products being manufactured. The quantity of lead re-
leased is minimal and does not normally exceed a few parts per million (ppm).

INCH
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Self-Lubricating | Split-Type
FLANGED SLEEVE BEARINGS
• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NOTE:  A composite liner consists of a carbon steel backing, an intermediate layer of 
sintered bronze, PTFE, and lead sliding lining. The bushing contains a certain 
quantity of lead which, owing to wear during operation, is gradually released 
and may mix with the products being manufactured. The quantity of lead re-
leased is minimal and does not normally exceed a few parts per million (ppm).

Continued on the next page

BSNFLNMMB06084
BSNFLNMMB06087
BSNFLNMMB06088
BSNFLNMMB081055
BSNFLNMMB081075
BSNFLNMMB081095
BSNFLNMMB10127
BSNFLNMMB10129
BSNFLNMMB101212
BSNFLNMMB101217
BSNFLNMMB12147
BSNFLNMMB12149
BSNFLNMMB121412
BSNFLNMMB121417
BSNFLNMMB141612
BSNFLNMMB141617
BSNFLNMMB15179
BSNFLNMMB151712
BSNFLNMMB151717

Catalog Number D1
D3

±0.50
L

Length
±0.25

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

6

8

10

12

14

15

12

15

18

20

22

23

5.990
5.978

7.972
7.987

9.972
9.987

11.966
11.984

13.966
13.984

14.966
14.984

8.000
8.015

10.000
10.015

12.000
12.018

14.000
14.018

16.000
16.018

17.000
17.018

5.990
6.055

7.990
8.055

9.990
10.058

11.990
12.058

13.990
14.058

14.990
15.058

  4
  7
  8
  5.5
  7.5
  9.5
  7
  9
12
17
  7
  9
12
17
12
17
  9
12
17

NEW

SPLIT

Dg D1 D3d

L
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METRIC

Self-Lubricating | Split-Type
FLANGED SLEEVE BEARINGS
• Carbon Steel Backing  • Self-Lubricated Liner  • Maintenance-Free

NEW

SPLIT

Dg D1 D3d

L

NOTE:  A composite liner consists of a carbon steel backing, an intermediate layer of 
sintered bronze, PTFE, and lead sliding lining. The bushing contains a certain 
quantity of lead which, owing to wear during operation, is gradually released 
and may mix with the products being manufactured. The quantity of lead re-
leased is minimal and does not normally exceed a few parts per million (ppm).

Catalog Number D1
D3

±0.50

BSNFLNMMB161812
BSNFLNMMB161817
BSNFLNMMB182013
BSNFLNMMB182017
BSNFLNMMB182022
BSNFLNMMB2023115
BSNFLNMMB2023165
BSNFLNMMB2023215
BSNFLNMMB2528115
BSNFLNMMB2528165
BSNFLNMMB2528215
BSNFLNMMB303416
BSNFLNMMB303426
BSNFLNMMB353916
BSNFLNMMB353926
BSNFLNMMB404416
BSNFLNMMB404426
BSNFLNMMB455016
BSNFLNMMB455026

L
Length

±0.25

d
Shaft
Dia.

Dg
Housing

Bore

D1E
Installed

I.D.

16

18

20

25

30

35

40

45

24

26

30

35

42

47

53

58

15.966
15.984

17.966
17.984

19.959
19.980

24.959
24.980

29.959
29.980
34.950
34.975
39.950
39.975
44.950
44.975

18.000
18.018

20.000
20.021

23.000
23.021

28.000
28.021

34.000
34.025
39.000
39.025
44.000
44.025
50.000
50.025

15.990
16.058

17.990
18.061

19.990
20.071

24.990
25.071

29.990
30.085
34.990
35.085
39.990
40.085
44.990
45.105

12
17
12
17
22
11.5
16.5
21.5
11.5
16.5
21.5
16
26
16
26
16
26
16
26
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Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.
Material:  Porous Sintered Bronze Per MIL-B-5687 Type 1
Lubrication:  Vacuum-Impregnated With Oil Per MIL-L-6085

Specifications:
O.D. concentric to bore within .0002.
Faces square to bore within .0003.

Load =                                 = lb.            Load Speed Rating
		            rpm

BSNPLN–031004U
BSNPLN–031006U
BSNPLN–031205U
BSNPLN–031207U
BSNPLN–041206U
BSNPLN–041606U
BSNPLN–051603U
BSNPLN–051606U
BSNPLN–051609U
BSNPLN–061202U
BSNPLN–061204U
BSNPLN–061206U
BSNPLN–061604U
BSNPLN–062007U
BSNPLN–062009U
BSNPLN–081602U
BSNPLN–081604U
BSNPLN–081605U
BSNPLN–081606U
BSNPLN–081607U

3/64

3/64

1/16

5/64

3/32

3/32

1/8

1/8

12000
18000
15000
21000

18000

18000
18000
27000
21000
12000
18000
12000
21000
27000
18000
21000
27000
18000
21000

Catalog Number
Shaft
Size

+.0000
 -.0003

B
Bore
+.0002
 -.0000

O.D.
+.0000
 -.0002

W
Width
+.000
 -.005

.0625

.0937

.0781

.1094
 .0937

.0937

.0937

.1406

.1094

.0625

.0937

.0625

.1094

.1406

.0937

.1094

.1562

.0937

.1094

Load Speed
Rating

lb. X rpm

Special bores, O.D.’s and lubricants available on request.

.0469

.0550

.0627

.0781

.0783

.0783

.0937

.0939

.0939

.0939

.1250

.1252

.1563

.1876

.1876

.2501

.2500

.2501

.2501

.3125

.1876

.1876

.2501

.3126

.3126

.2500

.3125

.3750

.2501

Continued on the next page

Ultraprecision
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated     

W

O.D. B
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Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.
Material:  Porous Sintered Bronze Per MIL-B-5687 Type 1
Lubrication:  Vacuum-Impregnated With Oil Per MIL-L-6085

Specifications:
O.D. concentric to bore within .0002.
Faces square to bore within .0003.

Load =                                 = lb.            Load Speed Rating
		            rpm

Ultraprecision
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated     

W

O.D. B

BSNPLN–082007U
BSNPLN–082009U
BSNPLN–082407U
BSNPLN–082409U
BSNPLN–102007U
BSNPLN–102008U
BSNPLN–122402U
BSNPLN–122404U
BSNPLN–122406U
BSNPLN–122408U
BSNPLN–123210U
BSNPLN–123212U
BSNPLN–163204U
BSNPLN–163206U
BSNPLN–162408U
BSNPLN–163208U
BSNPLN–163212U
BSNPLN–164012U
BSNPLN–204416U
BSNPLN–245618U
BSNPLN–327220U

1/8

5/32

3/16

1/4

1/4

5/16
3/8
1/2

.1252

.1564

.1875

.1877

.2500

.2500

.2502

.2502

.3127

.3752

.5002

21000
27000
21000
27000
21000
24000
30000
37000
24000
24000
30000
37000
37000
35000
24000
24000
35000
37000
47000
50000
50000

Catalog Number
Shaft
Size

+.0000
 -.0003

B
Bore
+.0002
 -.0000

O.D.
+.0000
 -.0002

W
Width
+.000
 -.005

.1094

.1406

.1094

.1406

.1094

.1250

.1562

.1960

.1250

.1250

.1562

.1960

.1960

.1875

.1250

.1250

.1875

.1960

.2500

.2812

.3125

.3126

.3751

.3126

.5000

.5000

.3750

.3751

.5001

.5001

.6250

.5000

.3751

.5001

.5001

.6251

.6876

.8751
1.1251

Load Speed
Rating

lb. X rpm

Special bores, O.D.’s and lubricants available on request.
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Ultraprecision
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating	

BSNPLNMB030625U
BSNPLNMB030830U
BSNPLNMB031040U
BSNPLNMB040840U
BSNPLNMB051050U
BSNPLNMB051240U
BSNPLNMB051350U
BSNPLNMB061050U
BSNPLNMB061650U
BSNPLNMB081660U
BSNPLNMB101970U
BSNPLNMB122080U

2.5
3
4
4
5
4
5

5

6
7
8

  84000
100000
134000
134000
167000
134000
167000

167000

200000
220000
220000

Catalog Number
Shaft*
Size
h6

D*
h6

3

4

5

6

8
10
12

3

4

5

6

8
10
12

6
8

10
8

10
12
13
10
16
16
19
20

S
Width

-.17

Load Speed
Rating
N • rpm

Special bores and O.D.’s available on request.NOTE:  Use Table 2-3 installation data.

*Shaft & O.D. Tolerance (h6):	 3 mm  -0.006
4, 5 &   6 mm  -0.008

8 & 10 mm  -0.009
12, 13 & 16 mm  -0.011

19 & 20 mm  -0.013

**Bore Tolerance (H7):   	 3 mm +0.010
4, 5 &   6 mm +0.012

8 & 10 mm +0.015
12 mm +0.018

 d**
Bore

H7

S

D d

Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.

Specifications:
O.D. concentric to bore within 0.005 mm.
Faces square to bore within 0.008 mm.

Lubrication:
	 Vacuum-Impregnated With Oil Per MIL-L-6085 Load =                                 = lb.            Load Speed Rating

		            rpm
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Special  bores, O.D.’s and lubricants available on request.

Ultraprecision
FLANGED SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated    

W

F B O.D.

FW

Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.
Material:  Porous Sintered Bronze Per MIL-B-5687 Type 1
Lubrication:  Vacuum-Impregnated With Oil Per MIL-L-6085

Specifications:
O.D. concentric to bore within .0002.
Faces square to bore within .0003.

Load =                                 = lb.            Load Speed Rating
		            rpm

BSNFLN–031004U
BSNFLN–031006U
BSNFLN–031205U
BSNFLN–031207U
BSNFLN–041207U
BSNFLN–041606U
BSNFLN–051603U
BSNFLN–051606U
BSNFLN–051609U
BSNFLN–061202U
BSNFLN–061204U
BSNFLN–061206U
BSNFLN–062007U
BSNFLN–0620A7U
BSNFLN–062009U
BSNFLN–081602U
BSNFLN–081604U
BSNFLN–081605U
BSNFLN–081606U
BSNFLN–081607U
BSNFLN–082007U

12000
18000
15000
21000
21000
18000
18000
18000
27000
21000
12000
18000
21000
21000
27000
18000
21000
27000
18000
21000
21000

.1563 

.1876 

.1876

.2501

.2500

.2501

.2501

.3125

.1876

.1876

.3126

.2500

.3125

.3750

.2501

.2501

.3126

.0469 

.0550 

.0627

.0781

.0783

.0783

.0937

.0939

.0939
 

.0939
 

.1250

 
.1252

Catalog Number Shaft
Size

B
Bore
+.0002
 -.0000

O.D.
+.0000
 -.0002

 
3/64

 
 

1/16 
 

5/64
 
 
 

3/32 

 

 

1/8 

W
Width
+.000
 -.005

.0625

.0937

.0781

.1094

.1094

.0937

.0937

.0937

.1406

.1094

.0625

.0937

.1094

.1094

.1406

.0937

.1094

.1562

.0937

.1094

.1094

F
Flange

Dia.
± .005

.203 

.234

.234

.296
  

.296
 

.359

.234

.234
 

.359
 

.296

.359

.440

.296

.296

.359

FW
Flange
Width
+.000
 -.002
.013
.031
.023
.031 

.031

.023

.023

.031

.023

.018

.031

.023

.031

.031

.023

.023

.030

.023

.031

.023

Load Speed
Rating

lb. X rpm

Continued on the next page
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Ultraprecision
FLANGED SLEEVE BEARINGS

• Sintered Bronze SAE 841  • Oil-Impregnated    

W

F B O.D.

FW

BSNFLN–082009U
BSNFLN–082407U
BSNFLN–082409U
BSNFLN–102007U
BSNFLN–102008U
BSNFLN–122404U
BSNFLN–122406U
BSNFLN–122407U
BSNFLN–122408U
BSNFLN–1224A8U
BSNFLN–123210U
BSNFLN–123212U
BSNFLN–163204U
BSNFLN–163206U
BSNFLN–162408U
BSNFLN–1624A8U
BSNFLN–163208U
BSNFLN–163212U
BSNFLN–164012U
BSNFLN–204416U
BSNFLN–245618U
BSNFLN–327220U

 
.1252

.1564 

.1875

 
 

.1877

 

.2500

 
 

.2502
 

.3127

.3752

.5002

.031

.023

.031

.023

.036

.042

.031

.023

.023

.031

.042

.042

.045

.023

.036

.023

.045

.042

.042

.062

.062

1/8

 5/32

 

3/16

 
 

 
1/4
 

 
5/16
3/8
1/2

27000
21000
27000
21000
24000
37000
24000
21000
24000
24000
30000
37000
37000
35000

24000

24000
35000
37000
47000
50000
50000

.3126

.3751

.3751
 .3126

.5000

.3750
 

.3751
 

 .5001

.6250

.5000

 .3751

.5001

.5001

.6251

.6876

.8751
1.1251

Catalog Number Shaft
Size

B
Bore
+.0002
-.0000

O.D.
+.0000
 -.0002

W
Width
+.000
 -.005

.1406

.1094

.1406

.1094

.1250

.1960

.1250

.1094

.1250

.1250

.1562

.1960

.1960

.1875

.1250

.1250

.1875

.1960

.2500

.2812

.3125

F
Flange

Dia.
± .005

.359

.422

.422
 .359

.565

.422 
 

 .422

 .565

.690

.547

 .422

.547

.547

.690

.750

.969
1.250

FW
Flange
Width
+.000
 -.002

Load Speed
Rating

lb. X rpm

Special  bores, O.D.’s and lubricants available on request.

Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.
Material:  Porous Sintered Bronze Per MIL-B-5687 Type 1
Lubrication:  Vacuum-Impregnated With Oil Per MIL-L-6085

Specifications:
O.D. concentric to bore within .0002.
Faces square to bore within .0003.

Load =                                 = lb.            Load Speed Rating
		            rpm
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Ultraprecision
FLANGED SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating

S

D1 d D

S1

Features:
•	Economical replacement for ball bearings.
•	Dimensioned to be readily interchangeable
	 with comparable ball bearings.

Specifications:
O.D. concentric to Bore within 0.005 mm.
Faces square to Bore within 0.008 mm.

Lubrication:
	 Vacuum-Impregnated With Oil Per Mil-L-6085

Load = Load Speed Rating = Newtons
		             rpm

8
10
12
10
12
14
14
12
18
18
21
22

BSNFLNMB030625U
BSNFLNMB030830U
BSNFLNMB031040U
BSNFLNMB040840U
BSNFLNMB051040U
BSNFLNMB051250U
BSNFLNMB051350U
BSNFLNMB061050U
BSNFLNMB061650U
BSNFLNMB081660U
BSNFLNMB101970U
BSNFLNMB122080U

Catalog Number
 Shaft*

Size
h6

  d**
Bore

H7

 D*
h6

 
3
 
4
 
5
 
 6

8
10
12

 
3
 
4
 
5
 

 6

8
10
12

6
8

10
8

10
12
13
10
16
16
19
20

S
 Width
-0.17

2.5
3
4
4
5
4
5

5

6
7
8

D1∆

Flange
Dia.
h14

S1
 Flange
Width
-0.05
0.5
0.5
1
1
 
1
 

1

1
1.5
1.5

Load Speed
Rating
N•rpm

Special bores and O.D.’s available on request.NOTE:  Use Table 2-3 installation data.

**Bore Tolerance (H7):   	 3 mm
4, 5 & 6 mm
8 & 10 mm

12 mm

+0.01
+0.012
+0.015
+0.018

*Shaft & O.D. Tolerance (h6):	 3 mm
4, 5 &   6 mm

8 & 10 mm
12, 13 & 16 mm

19 & 20 mm

-0.006
-0.008
-0.009
-0.011
-0.013

∆Flange Dia. Tolerance (h14):	 8 mm
10, 12, 14 & 18 mm

21 & 22 mm

-0.36
-0.43
-0.52

  84000
100000
134000
134000
167000
134000
167000
 167000

200000
220000
220000
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Small Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

.1905

.253

.253

.253

.253

.253

.284

.3155

.4405

.378

.3155

.3155

.3155

.378

.378

.4405

.503

.378

.003.001

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.Outside Dia. 

in. Minimum Maximum
up to .760

RECOMMENDED PRESS FITS
Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

L

O.D. I.D.

NOTE: 	 Use Technical Section, Table 2-2 
	  installation data.

BSNPLN–Q100
BSNPLN–Q102
BSNPLN–Q104
BSNPLN–Q106
BSNPLN–Q108
BSNPLN–Q110
BSNPLN–Q112
BSNPLN–Q114
BSNPLN–Q116
BSNPLN–Q118
BSNPLN–Q120
BSNPLN–Q122
BSNPLN–Q124
BSNPLN–Q126
BSNPLN–Q128
BSNPLN–Q130
BSNPLN–Q132
BSNPLN–Q134
BSNPLN–Q136
BSNPLN–Q138
BSNPLN–Q140
BSNPLN–Q142
BSNPLN–Q144
BSNPLN–Q146
BSNPLN–Q148
BSNPLN–Q150
BSNPLN–Q152
BSNPLN–Q156
BSNPLN–Q158
BSNPLN–Q160
BSNPLN–Q162
BSNPLN–Q164
BSNPLN–Q166
BSNPLN–Q168
BSNPLN–Q170
BSNPLN–Q172
BSNPLN–Q174
BSNPLN–Q176
BSNPLN–Q178
BSNPLN–Q182
BSNPLN–Q184

Catalog Number
L

Length
± .005

.1265

.1265

.157

.188

.188

.188

.188

.188

.188

.237

.251

.251

.251

.251

.251

.251

.250

.313

.125

.250

.250 – .244

.414 – .410

.125

.187

.265

.187

.210

.243

.305

.330

.343 – .337

.406

.468

.186 – .182

.249 – .245

.500

.500

.250

.296

.115

.169 – .163

.187

.234

.250

.348

.390

.437

.500

.218

.312

.406

.500

.570 – .566

.719

.407

.437

.218

.125

.208
Continued on the next page

I.D.
+.001
 -.000

O.D.
+.001
 -.000
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L

O.D. I.D.

NOTE: 	 Use Technical Section, Table 2-2 installation data.

BSNPLN–Q186
BSNPLN–Q188
BSNPLN–Q190
BSNPLN–Q192
BSNPLN–Q194
BSNPLN–Q196
BSNPLN–Q198
BSNPLN–Q200
BSNPLN–Q202
BSNPLN–Q204
BSNPLN–Q206
BSNPLN–Q208
BSNPLN–Q210
BSNPLN–Q212
BSNPLN–Q214
BSNPLN–Q216
BSNPLN–Q218
BSNPLN–Q220
BSNPLN–Q222
BSNPLN–Q224
BSNPLN–Q226
BSNPLN–Q228
BSNPLN–Q230
BSNPLN–Q232
BSNPLN–Q234
BSNPLN–Q236
BSNPLN–Q238
BSNPLN–Q240
BSNPLN–Q242
BSNPLN–Q244
BSNPLN–Q246
BSNPLN–Q248
BSNPLN–Q250
BSNPLN–Q252
BSNPLN–Q254
BSNPLN–Q258
BSNPLN–Q262
BSNPLN–Q264
BSNPLN–Q266
BSNPLN–Q268
BSNPLN–Q270

Catalog Number
I.D.

+.001
 -.000

O.D.
+.001
 -.000

  .250
  .281
  .370
  .421
  .487
  .187
  .250
  .500
  .312
  .437
  .703
1.000
  .500
  .750
  .437
  .187 – .183
  .500
  .625
  .813
  .328
  .500
  .755
  .995
  .312
  .432
  .627 – .623
  .713
  .375
  .418 – .414
  .437
  .500
  .593
1.030
  .250
  .437 – .429
  .373
  .761 – .756
  .343
  .323
  .500
  .625

.3135

.313

.313

.313

.328

.328

.376

.376

.376

.439

.502

.502

.502

.627

.627

.627

.378

.378

.4405

.503

.472

.503

.503

.5655

.628

.5655

.628

.628

.628

.7535

.753

.8785

L
Length
± .005

Clearance
 min. in.

Shaft Size 
in.

up to.760 .0005

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

   up to   .760
.761 to 1.510

.001

.0015
.003
.004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

RUNNING CLEARANCE RECOMMENDED PRESS FITS
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Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum

RECOMMENDED PRESS FITS

up to .760 .001 .003

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

L

O.D.I.D.A

B

BSNFLN–G101
BSNFLN–G103
BSNFLN–G105
BSNFLN–G107
BSNFLN–G109
BSNFLN–G111
BSNFLN–G113
BSNFLN–G115
BSNFLN–G117
BSNFLN–G119
BSNFLN–G121
BSNFLN–G123
BSNFLN–G125
BSNFLN–G127
BSNFLN–G129
BSNFLN–G131
BSNFLN–G133
BSNFLN–G135
BSNFLN–G137
BSNFLN–G139
BSNFLN–G141
BSNFLN–G143
BSNFLN–G145
BSNFLN–G147
BSNFLN–G149
BSNFLN–G151
BSNFLN–G153
BSNFLN–G155
BSNFLN–G157
BSNFLN–G159
BSNFLN–G161
BSNFLN–G163
BSNFLN–G165
BSNFLN–G167
BSNFLN–G169

Catalog Number
O.D.
+.000
 -.001

.1245

.125

.126

.1875

.188

.218

.251

.281

.3125

.375

.376

.376

.377

.438

.500

.501

.626

  L*
Length
±.005

A
Flange

Dia.
±.005

NOTE:  Use Technical Section, Table 2-2 installation data.
*Unless otherwise specified.

I.D.
+.001
 -.000

B
Flange
Width

.2215

.190

.2215

.284

.3155

.253

.2843

.3155

.316

.2825

.3155

.316

.316

.379

.379

.504

.504

.504

.566

.629

.504

.5655

.5655

.754

.628

.629 

.629

.754 

.7535

.122 – .115

.228 – .216

.148 – .141

.218 – .212
.1345 – .1265
.349 – .344

.281
.240 – .234

.375
.207 – .202

.500

.156

.250

.406
.578 – .573

.2188

.4848
.404

.696 – .690
.660

.610 – .611

.154 – .149
.281
.546
.625

.198 – .192

.139 – .136
.250
.307
.562
.515
.969
.230
.371
.630

.340

.250

.345

.375

.437

.310

.375

.375

.437

.310
 

.437
 

.500

.500

.562

.562

.562

.750

.875

.562

.781

.781

.875

.870

.875

.812

.875

.875 

.875

.991

.991

.050 – .048

.035 – .031

.061 – .057

.057 – .052

.062 – .061

.034 – .031

.121 – .117

.087 – .081

.064 – .060

.084 – .079

.066 – .058

.065 – .059

.065 – .059

.095 – .093

.095 – .093

.065 – .059

.065 – .059

.065 – .059

.093 – .090

.063 – .060

.077 – .072

.065 – .060

.065 – .060

.042 – .040

.050 – .044

.095 – .091

.065 – .059

.145 – .140

.060 – .057

.145 – .140

.063 – .059

.063 – .059
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METRIC

NOTE:  Use Table 2-2 installation data.

*Bore Tolerance (E7):   1, 2, 2.5 & 3 mm  +0.024, +0.014
			      4, 5 &   6 mm  +0.032, +0.020
		             7, 8, 9 & 10 mm  +0.040, +0.025
		        	            12 mm  +0.050, +0.032

**O.D. Tolerance (r7):                    3 mm  +0.020, +0.010
			          4, 5 &   6 mm  +0.027, +0.015

                                                    8 & 10 mm  +0.034, +0.019
                                      12, 14, 16 & 18 mm  +0.041, +0.023

BSNFLNMF010302
BSNFLNMF020404
BSNFLNMFH20603
BSNFLNMF030504
BSNFLNMF040806
BSNFLNMF050806
BSNFLNMF051006
BSNFLNMF061004
BSNFLNMF061006
BSNFLNMF061206
BSNFLNMF071208
BSNFLNMF081208
BSNFLNMF101608
BSNFLNMF101610
BSNFLNMF121810
BSNFLNMF121812

Catalog Number d*
(E7)

D**
(r7)

S
Width

-0.2

  1
  2
  2.5
  3
  4
  5

  6

  7
  8

10

12

3
4
6
5
8
8

10
10
10
12

12 

16 

18

2
4
3
4
6

6

4
6
6

8

8
10
10
12

D1
Flange

Diameter
±0.12
  5
  6
  9
  8
10
10
12
 
14
 

16 

20 

22

1
1.5
1.5

1.5 

2 

2
 

3 

3 

3

S1
Flange
Width

-0.2

S

DdD1

S1
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Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.Outside Dia. 

in. Minimum Maximum

RECOMMENDED PRESS FITS

up to .760 .001 .003

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

BSNPLN–P121803
BSNPLN–P121804
BSNPLN–P121805
BSNPLN–P121806
BSNPLN–P121807
BSNPLN–P121808
BSNPLN–P121810
BSNPLN–P122003
BSNPLN–P122004
BSNPLN–P122005
BSNPLN–P122006
BSNPLN–P122007
BSNPLN–P122008
BSNPLN–P122010
BSNPLN–P122012
BSNPLN–P122403
BSNPLN–P122404
BSNPLN–P122406
BSNPLN–P122408
BSNPLN–P122410
BSNPLN–P141803
BSNPLN–P141804
BSNPLN–P141805
BSNPLN–P141806
BSNPLN–P141807
BSNPLN–P141808
BSNPLN–P141810
BSNPLN–P142003
BSNPLN–P142004
BSNPLN–P142005
BSNPLN–P142006
BSNPLN–P142007
BSNPLN–P142008
BSNPLN–P142010
BSNPLN–P142012
BSNPLN–P142204
BSNPLN–P142208
BSNPLN–P142212
BSNPLN–P162003
BSNPLN–P162004

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L
Length

±.005

3/8
1/2
5/8
3/4
7/8
1

1-1/4
3/8
1/2
5/8
3/4
7/8
1

1-1/4
1-1/2
3/8
1/2
3/4
1

1-1/4
3/8
1/2
5/8
3/4
7/8
1

1-1/4
3/8
1/2
5/8
3/4
7/8
1

1-1/4
1-1/2
1/2
1

1-1/2
3/8
1/2

.378

.378

.378

.378

.378

.378

.378

.440

.440

.440

.440

.4395

.502

.565

.565

.628

.628

.628

.753

.753

.565

.565

.628

.628

.6905

.628

NOTE: 	 Use Technical Section, Table 2-4 
	  installation data.

Continued on the next page

L

O.D. I.D.
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L

O.D. I.D.

INCH
.003.001

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum
  up to   .760

RECOMMENDED PRESS FITS

 .761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

BSNPLN–P162005
BSNPLN–P162006
BSNPLN–P162007
BSNPLN–P162008
BSNPLN–P162009
BSNPLN–P162010
BSNPLN–P162012
BSNPLN–P162204
BSNPLN–P162205
BSNPLN–P162206
BSNPLN–P162207
BSNPLN–P162208
BSNPLN–P162209
BSNPLN–P162210
BSNPLN–P162212
BSNPLN–P162403
BSNPLN–P162404
BSNPLN–P162405
BSNPLN–P162406
BSNPLN–P162407
BSNPLN–P162408
BSNPLN–P162409
BSNPLN–P162410
BSNPLN–P162412
BSNPLN–P162414
BSNPLN–P162416
BSNPLN–P162604
BSNPLN–P162606
BSNPLN–P162608
BSNPLN–P162612
BSNPLN–P162804
BSNPLN–P162805
BSNPLN–P162806
BSNPLN–P168207
BSNPLN–P162808
BSNPLN–P162810
BSNPLN–P162812
BSNPLN–P163206
BSNPLN–P163208
BSNPLN–P163212
BSNPLN–P163216

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
3/8
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1-3/4

2
1/2
3/4
1

1-1/2
1/2
5/8
3/4
7/8
1

1-1/4
1-1/2
3/4
1

1-1/2
2

.502

.502

.503

.503

.503

.503

.503

.503

.503

.503

.503

.503

.503

  .628

  .628

  .690

  .690

  .690

  .753

  .753

  .753

  .753

  .815

  .878

  .878

1.004

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                                                        over 1-1/2 is ±.0075

Continued on the next page
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L

O.D. I.D.

BSNPLN–P182004
BSNPLN–P182006
BSNPLN–P182008
BSNPLN–P182210
BSNPLN–P182212
BSNPLN–P182404
BSNPLN–P182406
BSNPLN–P182408
BSNPLN–P182410
BSNPLN–P182412
BSNPLN–P182604
BSNPLN–P182606
BSNPLN–P182608
BSNPLN–P182610
BSNPLN–P182612
BSNPLN–P202404
BSNPLN–P202405
BSNPLN–P202406
BSNPLN–P202407
BSNPLN–P202408
BSNPLN–P202409
BSNPLN–P202410
BSNPLN–P202412
BSNPLN–P202604
BSNPLN–P202605
BSNPLN–P202606
BSNPLN–P202607
BSNPLN–P202608
BSNPLN–P202610
BSNPLN–P202612
BSNPLN–P202614
BSNPLN–P202804
BSNPLN–P202805
BSNPLN–P202806
BSNPLN–P202807
BSNPLN–P202808
BSNPLN–P202809
BSNPLN–P202810
BSNPLN–P202812
BSNPLN–P202814

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

.565

.565

.565 

.565

.565

.565

.628

.628

.628

.628

.628

.628

.628

.628

.628

.690

.690

.753 

.753

.815

.815

.753

.753

.753

.815

.815

.815

.878

.878

.878

1/2
3/4
1

1-1/4
1-1/2
1/2
3/4
1

1-1/4
1-1/2
1/2
3/4
1

1-1/4
1-1/2
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1/2
5/8
3/4
7/8
1

1-1/4
1-1/2
1-3/4
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1-3/4

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                                                        over 1-1/2 is ±.0075

Continued on the next page

.001

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum
   up to   .760

RECOMMENDED PRESS FITS

.761 to 1.510 .0015
.003
.004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.
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L

O.D. I.D.

INCH

BSNPLN–P202816
BSNPLN–P203005
BSNPLN–P203006
BSNPLN–P203008
BSNPLN–P203204
BSNPLN–P203205
BSNPLN–P203206
BSNPLN–P203207
BSNPLN–P203208
BSNPLN–P203210
BSNPLN–P203212
BSNPLN–P203214
BSNPLN–P203216
BSNPLN–P222806
BSNPLN–P222808
BSNPLN–P222810
BSNPLN–P222812
BSNPLN–P222814
BSNPLN–P222816
BSNPLN–P242804
BSNPLN–P242805
BSNPLN–P242806
BSNPLN–P242807
BSNPLN–P242808
BSNPLN–P242809
BSNPLN–P242810
BSNPLN–P242812
BSNPLN–P242813
BSNPLN–P243004
BSNPLN–P243005
BSNPLN–P243006
BSNPLN–P243007
BSNPLN–P243008
BSNPLN–P243009
BSNPLN–P243010
BSNPLN–P243012
BSNPLN–P243013
BSNPLN–P243014
BSNPLN–P243015
BSNPLN–P243016

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

2
5/8
3/4
1

1/2
5/8
3/4
7/8
1

1-1/4
1-1/2
1-3/4

2
3/4
1

1-1/4
1-1/2
1-3/4

2
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1-5/8
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1-5/8
1-3/4
1-7/8

2
NOTE: 	 Use Technical Section, Table 2-4 
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
		                             over 1-1/2 is ±.0075

Continued on the next page

.628

.628

.628

.628

.628

.690

.690

.753

.753

.753

.753

.753

.753

.753

  .878

  .941

1.003

1.003

1.003

  .878

  .878

  .878

  .878

  .941

  .941

  .941

  .941

  .941

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum

RECOMMENDED PRESS FITS

.761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.
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L

O.D. I.D.

BSNPLN–P243204
BSNPLN–P243205
BSNPLN–P243206
BSNPLN–P243207
BSNPLN–P243208
BSNPLN–P243209
BSNPLN–P243210
BSNPLN–P243212
BSNPLN–P243214
BSNPLN–P243216
BSNPLN–P243220
BSNPLN–P243604
BSNPLN–P243606
BSNPLN–P243608
BSNPLN–P243610
BSNPLN–P243612
BSNPLN–P243614
BSNPLN–P243616
BSNPLN–P244006
BSNPLN–P244008
BSNPLN–P244010
BSNPLN–P244012
BSNPLN–P263206
BSNPLN–P263208
BSNPLN–P263210
BSNPLN–P263212
BSNPLN–P263214
BSNPLN–P263216
BSNPLN–P263408
BSNPLN–P263410
BSNPLN–P283206
BSNPLN–P283207
BSNPLN–P283208
BSNPLN–P283210
BSNPLN–P283212
BSNPLN–P283214
BSNPLN–P283408
BSNPLN–P283410
BSNPLN–P283606
BSNPLN–P283607
BSNPLN–P283608
BSNPLN–P283609
BSNPLN–P283610
BSNPLN–P283611
BSNPLN–P283612

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-1/2
1-3/4

2
2-1/2
1/2
3/4
1

1-1/4
1-1/2
1-3/4

2
3/4
1

1-1/4
1-1/2
3/4
1

1-1/4
1-1/2
1-3/4

2
1

1-1/4
3/4
7/8
1

1-1/4
1-1/2
1-3/4

1
1-1/4
3/4
7/8
1

1-1/8
1-1/4
1-3/8
1-1/2

.753

.753

.753

.753

.753

.753

.753

.815

.815

.815

.878

.878

.878

.878

.878

1.003

1.003

1.003

1.003

1.128

1.128

1.253

1.003

1.003

1.065

1.003

1.003

1.0655

1.128

1.128

Continued on the next pageNOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
        			           over 1-1/2 is ±.0075

Clearance
 min. in.

Shaft Size 
in.

   up to   .760 .0005

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum

RECOMMENDED PRESS FITS

.761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

.761 to 1.510 .001
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• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

INCH

BSNPLN–P283613
BSNPLN–P283614
BSNPLN–P283616
BSNPLN–P283618
BSNPLN–P283620
BSNPLN–P284006
BSNPLN–P284008
BSNPLN–P284010
BSNPLN–P284012
BSNPLN–P284016
BSNPLN–P303806
BSNPLN–P303808
BSNPLN–P303810
BSNPLN–P303812
BSNPLN–P303816
BSNPLN–P304006
BSNPLN–P304008
BSNPLN–P304010
BSNPLN–P304012
BSNPLN–P304014
BSNPLN–P304016
BSNPLN–P323606
BSNPLN–P323608
BSNPLN–P323610
BSNPLN–P323612
BSNPLN–P323614
BSNPLN–P323616
BSNPLN–P323806
BSNPLN–P323808
BSNPLN–P323810
BSNPLN–P323812
BSNPLN–P323814
BSNPLN–P323816
BSNPLN–P324004
BSNPLN–P324006
BSNPLN–P324007
BSNPLN–P324008
BSNPLN–P324010
BSNPLN–P324011
BSNPLN–P324012
BSNPLN–P324014
BSNPLN–P324016
BSNPLN–P324018
BSNPLN–P324020
BSNPLN–P324024

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

1-5/8
1-3/4

2
2-1/4
2-1/2
3/4
1

1-1/4
1-1/2

2
3/4
1

1-1/4
1-1/2

2
3/4
1

1-1/4
1-1/2
1-3/4

2
3/4
1

1-1/4
1-1/2
1-3/4

2
3/4
1

1-1/4
1-1/2
1-3/4

2
1/2
3/4
7/8
1

1-1/4
1-3/8
1-1/2
1-3/4

2
2-1/4
1-1/2

3

  .878

  .878

  .878

  .878

  .940

  .940

  .940

  .940

1.004

1.004

1.004

1.004

1.004

1.004

1.004

1.004

1.128

1.128

1.253

1.190

1.190

1.190

1.254

1.254

1.128

1.128

1.190

1.190

1.254

1.254

1.254

1.254

NOTE: 	 Use Technical Section, Table 2-4 
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                                                        over 1-1/2 is ±.0075

Continued on the next page  

Clearance
 min. in.

Shaft Size 
in.

.761 to 1.510 .001

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum

RECOMMENDED PRESS FITS

.761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.
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INCH

Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

BSNPLN–P324208
BSNPLN–P324210
BSNPLN–P324212
BSNPLN–P324214
BSNPLN–P324216
BSNPLN–P324220
BSNPLN–P324224
BSNPLN–P324406
BSNPLN–P324408
BSNPLN–P324410
BSNPLN–P324412
BSNPLN–P324414
BSNPLN–P324416
BSNPLN–P324420
BSNPLN–P324808
BSNPLN–P324810
BSNPLN–P324812
BSNPLN–P324814
BSNPLN–P324816
BSNPLN–P324820
BSNPLN–P324824
BSNPLN–P344208
BSNPLN–P344212
BSNPLN–P344216
BSNPLN–P344220
BSNPLN–P364008
BSNPLN–P364010
BSNPLN–P364012
BSNPLN–P364208
BSNPLN–P364210
BSNPLN–P364212
BSNPLN–P364214
BSNPLN–P364216
BSNPLN–P364406
BSNPLN–P364408
BSNPLN–P364410
BSNPLN–P364412
BSNPLN–P364414
BSNPLN–P324416

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

1
1-1/4
1-1/2
1-3/4

2
2-1/2

3
3/4
1

1-1/4
1-1/2
1-3/4

2
2-1/2

1
1-1/4
1-1/2
1-3/4

2
2-1/2

3
1

1-1/2
2

2-1/2
1

1-1/4
1-1/2

1
1-1/4
1-1/2
1-3/4

2
3/4
1

1-1/4
1-1/2
1-3/4

2

1.004

1.004

1.004

1.004

1.004

1.004

1.004

1.065

1.129

1.129

1.129

1.129

1.129

1.316

1.316

1.316

1.379

1.379

1.379

1.504

1.504

1.316

1.254

1.316

1.316

1.379

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005

                                                  over 1-1/2 is ±.0075

Continued on the next page

Clearance
 min. in.

Shaft Size 
in.

.761 to 1.510 .001

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum

RECOMMENDED PRESS FITS

.761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.
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Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

INCH

BSNPLN–P364420
BSNPLN–P364424
BSNPLN–P364808
BSNPLN–P364810
BSNPLN–P364812
BSNPLN–P364814
BSNPLN–P364816
BSNPLN–P364820
BSNPLN–P384610
BSNPLN–P384612
BSNPLN–P384616
BSNPLN–P384620
BSNPLN–P384624
BSNPLN–P384808
BSNPLN–P384810
BSNPLN–P384812
BSNPLN–P384814
BSNPLN–P384816
BSNPLN–P384820
BSNPLN–P384824
BSNPLN–P404804
BSNPLN–P404805
BSNPLN–P404806
BSNPLN–P404807
BSNPLN–P404808
BSNPLN–P404809
BSNPLN–P404810
BSNPLN–P404811
BSNPLN–P404812
BSNPLN–P404813
BSNPLN–P404814
BSNPLN–P404815
BSNPLN–P404816
BSNPLN–P404818
BSNPLN–P404820
BSNPLN–P404824
BSNPLN–P405008
BSNPLN–P405012
BSNPLN–P405016

Catalog Number
I.D.

+.000
 -.001

O.D.
+.000
 -.001

L*
Length

2-1/2
3
1

1-1/4
1-1/2
1-3/4

2
2-1/2
1-1/4
1-1/2

2
2-1/2

3
1

1-1/4
1-1/2
1-3/4

2
2-1/2

3
1/2
5/8
3/4
7/8
1

1-1/8
1-1/4
1-3/8
1-1/2
1-5/8
1-3/4
1-7/8

2
2-1/4
2-1/2

3
1

1-1/2
2

1.129

1.129

1.129

1.192

1.192

1.192

1.192

1.254

1.254

1.254

1.254

1.254

1.254

  1.379

  1.504

  1.504

  1.441

  1.441

  1.504

  1.504

  1.504

  1.504

  1.504

  1.504

  1.504

∆1.566

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                                                        over 1-1/2 is ±.0075
∆O.D. Tolerance:  +.000, -.0015

Continued on the next page

.004.0015

Clearance
 min. in.

Shaft Size 
in.

.761 to 1.510 .001

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum
  .761 to 1.510

RECOMMENDED PRESS FITS

1.511 to 2.510 .002 .005

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.



www.qbcbearings.com
178

INCH

Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

BSNPLN–P405208
BSNPLN–P405210
BSNPLN–P405212
BSNPLN–P405214
BSNPLN–P405216
BSNPLN–P405220
BSNPLN–P405224
BSNPLN–P405612
BSNPLN–P405614
BSNPLN–P405616
BSNPLN–P405620
BSNPLN–P405624
BSNPLN–P424808
BSNPLN–P424812
BSNPLN–P424816
BSNPLN–P425210
BSNPLN–P425212
BSNPLN–P425216
BSNPLN–P425220
BSNPLN–P425224
BSNPLN–P445208
BSNPLN–P445209
BSNPLN–P445210
BSNPLN–P445212
BSNPLN–P445216
BSNPLN–P445220
BSNPLN–P445224
BSNPLN–P445608
BSNPLN–P445612
BSNPLN–P445616
BSNPLN–P445620
BSNPLN–P445624
BSNPLN–P465208
BSNPLN–P465212
BSNPLN–P465216
BSNPLN–P465606
BSNPLN–P465608
BSNPLN–P465610
BSNPLN–P465612
BSNPLN–P465614
BSNPLN–P465616

Catalog Number
I.D.

+.000
 -.001

O.D.
+.0000
 -.0015

L*
Length

1
1-1/4
1-1/2
1-3/4

2
2-1/2

3
1-1/2
1-3/4

2
2-1/2

3
1

1-1/2
2

1-1/4
1-1/2

2
2-1/2

3
1

1-1/8
1-1/4
1-1/2

2
2-1/2

3
1

1-1/2
2

2-1/2
3
1

1-1/2
2

3/4
1

1-1/4
1-1/2
1-3/4

2

1.254

1.254

1.254

1.254

1.316

1.316

1.316

1.379

1.379

1.379

1.379

1.442

1.442

1.442

1.629

1.629

1.754

1.754

1.566

1.629

1.629

1.629

1.629

1.754

1.754

1.629

1.754

1.754

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                                            	    over 1-1/2 is ±.0075

Continued on the next page

.004.0015

Clearance
 min. in.

Shaft Size 
in.

.761 to 1.510 .001

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum
  .761 to 1.510

RECOMMENDED PRESS FITS

1.511 to 2.510 .002 .005

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.
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Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

INCH

BSNPLN–P465620
BSNPLN–P465624
BSNPLN–P485604
BSNPLN–P485606
BSNPLN–P485608
BSNPLN–P485610
BSNPLN–P485611
BSNPLN–P485612
BSNPLN–P485614
BSNPLN–P485616
BSNPLN–P485618
BSNPLN–P485620
BSNPLN–P485624
BSNPLN–P485808
BSNPLN–P485812
BSNPLN–P485813
BSNPLN–P485816
BSNPLN–P485824
BSNPLN–P486012
BSNPLN–P486016
BSNPLN–P486020
BSNPLN–P486022
BSNPLN–P486024
BSNPLN–P486408
BSNPLN–P486412
BSNPLN–P486416
BSNPLN–P486420
BSNPLN–P486424
BSNPLN–P486428
BSNPLN–P506010
BSNPLN–P506012
BSNPLN–P506014
BSNPLN–P506016
BSNPLN–P506018
BSNPLN–P506020
BSNPLN–P506024
BSNPLN–P506408
BSNPLN–P506412
BSNPLN–P506414
BSNPLN–P506416
BSNPLN–P506420
BSNPLN–P506424

Catalog Number
I.D.

+.000
 -.001

 O.D.
+.0000
 -.0015

L*
Length

2-1/2
3

1/2
3/4
1

1-1/4
1-3/8
1-1/2
1-3/4

2
2-1/4
2-1/2

3
1

1-1/2
1-5/8

2
3

1-1/2
2

2-1/2
2-3/4

3
1

1-1/2
2

2-1/2
3

3-1/2
1-1/4
1-1/2
1-3/4

2
2-1/4
2-1/2

3
1

1-1/2
1-3/4

2
2-1/2

3

 1.442

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

 1.504

∆1.629
∆1.629

∆1.629

∆1.629

∆1.629

1.754

1.754

1.754

1.754

1.754

1.754

1.816

1.816

1.879

1.879

2.004

2.004

1.879

1.879

1.879

2.004

2.004

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                              	 over 1-1/2 is ±.0075
∆I.D. Tolerance:  +.0000, -.0015

Continued on the next page

.004.0015

Clearance
 min. in.

Shaft Size 
in.

  .761 to 1.510 .001

RUNNING CLEARANCE
Press Fit, in.

Minimum
Outside Dia. 

in. Maximum
 .761 to 1.510

RECOMMENDED PRESS FITS

1.511 to 2.510 .002 .005

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

1.511 to 2.510   .0015
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INCH

Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

.005.002

Clearance
 min. in.

Shaft Size 
in.

1.511 to 2.510  .0015

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

1.511 to 2.510

RUNNING CLEARANCE RECOMMENDED PRESS FITS
Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

BSNPLN–P526814
BSNPLN–P526816
BSNPLN–P526824
BSNPLN–P526832
BSNPLN–P546408
BSNPLN–P546410
BSNPLN–P546412
BSNPLN–P546414
BSNPLN–P546416
BSNPLN–P546420
BSNPLN–P546424
BSNPLN–P546811
BSNPLN–P546812
BSNPLN–P546816
BSNPLN–P546824
BSNPLN–P566820
BSNPLN–P567416
BSNPLN–P567420
BSNPLN–P567424
BSNPLN–P567432
BSNPLN–P587208
BSNPLN–P587212
BSNPLN–P587216
BSNPLN–P587220
BSNPLN–P587224
BSNPLN–P587612
BSNPLN–P587614
BSNPLN–P587616
BSNPLN–P587620
BSNPLN–P587622
BSNPLN–P587624
BSNPLN–P587628
BSNPLN–P587632
BSNPLN–P587808
BSNPLN–P587812
BSNPLN–P587816

Catalog Number
 I.D.

+.0000
 -.0015

 O.D.
+.0000
 -.0015

L*
Length

1-3/4
2
3
4
1

1-1/4
1-1/2
1-3/4

2
2-1/2

3
1-3/8
1-1/2

2
3

2-1/2
2

2-1/2
3
4
1

1-1/2
2

2-1/2
3

1-1/2
1-3/4

2
2-1/2
2-3/4

3
3-1/2

4
1

1-1/2
2

1.6915

1.6915

1.754

1.754

1.754

1.754

1.754
1.940
1.9405

1.9405

2.004

2.004

2.004

2.004

2.004

2.004

2.1925

2.1925

2.004

2.004

2.004

2.129

2.129
2.1285
2.3165

2.3165

2.254

2.254

2.380

2.380

2.380

2.505

NOTE: 	 Use Technical Section, Table 2-4
	  installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
			        over 1-1/2 & including 3 is ±.0075

                         over 3 is ±.010
∆O.D. Tolerances:  +.000, -.002

Continued on the next page

∆
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Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating    

L

O.D. I.D.

INCH

NOTE: 	 Use Technical Section, Table 2-4 installation data.
*Length Tolerances:  up to & including 1-1/2 is ±.005
                           	 over 1-1/2 & including 3 is ±.0075
                                  		                     over 3 is ±.010
∆I.D. & O.D. Tolerances:  up to & including 2-1/2 is + .000, -.0015

        over 2-1/2 & including 3-1/2 is + .000, -.002
                                      over 3-1/2 is + .000, -.0025

BSNPLN–P587820
BSNPLN–P587824
BSNPLN–P587828
BSNPLN–P587832
BSNPLN–P608016
BSNPLN–P608020
BSNPLN–P608024
BSNPLN–P608216
BSNPLN–P608224
BSNPLN–P628216
BSNPLN–P628220
BSNPLN–P628224
BSNPLN–P648216
BSNPLN–P648220
BSNPLN–P648224
BSNPLN–P648232
BSNPLN–P648418
BSNPLN–P648420
BSNPLN–P648424
BSNPLN–P648616
BSNPLN–P648624
BSNPLN–P648632
BSNPLN–P668612
BSNPLN–P668620
BSNPLN–P668816
BSNPLN–P668824
BSNPLN–P668832
BSNPLN–P688816
BSNPLN–P688824
BSNPLN–P689016
BSNPLN–P689020
BSNPLN–P689024
BSNPLN–P689032
BSNPLN–P709224
BSNPLN–P709228
BSNPLN–P709232
BSNPLN–P729232

Catalog Number I.D.∆ O.D.∆ L*
Length

2-1/2
3

3-1/2
4
2

2-1/2
3
2
3
2

2-1/2
3
2

2-1/2
3
4

2-1/4
2-1/2

3
2
3
4

1-1/2
2-1/2

2
3
4
2
3
2

2-1/2
3
4
3

3-1/2
4
4

2.004

2.004

2.254

2.254

2.379

2.504

2.504

2.504

2.504

2.754

2.754

3.005

3.005

3.005

4.0035

2.505

2.505

2.630

2.755

2.755

2.754

2.754

2.880

3.005

3.005

3.225

3.505

3.505

4.006

4.504

.005.002

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

1.511 to 2.510
2.511 to 3.010 .002 .006

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

Shaft Size 
in.

Clearance
 min. in.

1.511 to 2.510 .0015
over to 2.510   .002

over to 3.010 .002 .007

RUNNING CLEARANCE RECOMMENDED PRESS FITS
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METRIC

 Note:  Use Table 2-2 installation data.

 *Bore Tolerance (E7):   1, 2, 2.5 & 3 mm  +0.024, +0.014
4, 5 &   6 mm  +0.032, +0.020

7, 8, 9 & 10 mm  +0.040, +0.025
12 mm  +0.050, +0.032

**O.D. Tolerance (r7):                   3 mm  +0.020, +0.010
4, 5 &   6 mm  +0.027, +0.015

 8 & 10 mm  +0.034, +0.019
12, 14,16 & 18 mm  +0.041, +0.023

BSNPLNMP010302
BSNPLNMP020403
BSNPLNMP020404
BSNPLNMP020503
BSNPLNMPH20603
BSNPLNMP030503
BSNPLNMP030504
BSNPLNMP030506
BSNPLNMP040804
BSNPLNMP040806
BSNPLNMP040808
BSNPLNMP050805
BSNPLNMP050808
BSNPLNMP061004
BSNPLNMP061006
BSNPLNMP061010
BSNPLNMP061208
BSNPLNMP061212
BSNPLNMP071008
BSNPLNMP071010
BSNPLNMP071208
BSNPLNMP071210
BSNPLNMP071212
BSNPLNMP081206
BSNPLNMP081208
BSNPLNMP081212
BSNPLNMP081408
BSNPLNMP081412
BSNPLNMP081416
BSNPLNMP091410
BSNPLNMP091420
BSNPLNMP101410
BSNPLNMP101416
BSNPLNMP101610
BSNPLNMP101616
BSNPLNMP101620
BSNPLNMP121612
BSNPLNMP121620
BSNPLNMP121812
BSNPLNMP121816
BSNPLNMP121825

Catalog Number   d*
(E7)

D**
(r7)

S
Width

-0.2 

   1

  2

  2.5

  3

  4

  5

  6

  7

  8

  9

10

12

3
4
4
5
6

5

8

8

10

12

10

12

12

14

14

14

16

16

18

2
3
4
3 
3
3 
4
6
4
6
8
5
8
4
6

10
8

12
8

10
12
10
12
6
8

12
8

12
16
10
20
10
16
10
16
20
12
20
12
16
25

Standard Series
PLAIN SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating

S

D d
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INCH

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

RUNNING CLEARANCE RECOMMENDED PRESS FITS

up to .760 .001 .003

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

.127

.189

.252

.252

.314

.314

.314

.377

.377

.377

.377

.377

.377

BSNFLN–F041002
BSNFLN–F041003
BSNFLN–F061001
BSNFLN–F061002
BSNFLN–F061003
BSNFLN–F081202
BSNFLN–F081203
BSNFLN–F081204
BSNFLN–F081205
BSNFLN–F081206
BSNFLN–F101203
BSNFLN–F101403
BSNFLN–F101406
BSNFLN–F101603
BSNFLN–F101604
BSNFLN–F101605
BSNFLN–F121603
BSNFLN–F121603A
BSNFLN–F121604
BSNFLN–F121605
BSNFLN–F121606
BSNFLN–F121608
BSNFLN–F121610
BSNFLN–F121806
BSNFLN–F121810
BSNFLN–F122004
BSNFLN–F122006
BSNFLN–F122008
BSNFLN–F122010
BSNFLN–F122404

Catalog Number
O.D.
+.000
 -.001

L
Length

±.005

NOTE:  Use Technical Section table 2-4 installation data.			         Continued on the next page

I.D.
+.000
 -.001

B
Flange
Width
±.0025

A
Flange

Dia.
±.005

.315

.3145

.377

.377

.377

.439

.502

.502

.502

.5645

.627

.627

.753

1/4
3/8
1/8
1/4
3/8
1/4
3/8
1/2
5/8
3/4
3/8
3/8
3/4
3/8
1/2
5/8
3/8

13/32
1/2
5/8
3/4
1

1-1/4
3/4

1-1/4
1/2
3/4
1

1-1/4
1/2

3/8

3/8

1/2

1/2

1/2

5/8

11/16

11/16

11/16

3/4

7/8

7/8

1/2

3/64

3/64

3/64

3/64

3/64

3/32

3/32

3/32

3/32

1/8

1/8

1/8

1/8

Standard Series
FLANGED SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating   

L

O.D.I.D.A

B
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Standard Series
FLANGED SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating   

Clearance
 min. in.

Shaft Size 
in.

up to .760 .0005

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

RUNNING CLEARANCE RECOMMENDED PRESS FITS

.003

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

.004
.001 
.0015 

up to   .760
.761 to 1.510

BSNFLN–F142005
BSNFLN–F142010
BSNFLN–F162003
BSNFLN–F162004
BSNFLN–F162005
BSNFLN–F162006
BSNFLN–F162008
BSNFLN–F162010
BSNFLN–F162012
BSNFLN–F162014
BSNFLN–F162204
BSNFLN–F162206
BSNFLN–F162404
BSNFLN–F162405
BSNFLN–F162406
BSNFLN–F162407
BSNFLN–F162408
BSNFLN–F162410
BSNFLN–F162412
BSNFLN–F172408
BSNFLN–F202404
BSNFLN–F202405
BSNFLN–F202406
BSNFLN–F202408
BSNFLN–F202410
BSNFLN–F202606
BSNFLN–F202608
BSNFLN–F202610
BSNFLN–F202611
BSNFLN–F202612
BSNFLN–F202616

5/8
1-1/4
3/8
1/2
5/8
3/4
1

1-1/4
1-1/2
1-3/4
1/2
3/4
1/2
5/8
3/4
7/8
1

1-1/4
1-1/2

1
1/2
5/8
3/4
1

1-1/4
3/4
1

1-1/4
1-7/16
1-1/2

2

Catalog Number
O.D.
+.000
 -.001

.439 
 
 
 
 

.502
 
 
 
 

 
 

.502

 

.565
 

.626 
 
 
 
 

.627

L
Length

±.005

A 
Flange

Dia.
±.005

 I.D.
+.000
 -.001

B
Flange
Width
±.0025

.628 
 
.628
 

.628
 

.628

.690

 
.753

.753 

.753

.753

.753

.753 

.815

.815

7/8

7/8

7/8

7/8

15/16

1

1

1

1

1

1

1-1/16

1-1/16

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

5/32

5/32

*

*
NOTE:	  Use Technical Section, Table 2-4 installation data.                                         Continued on the next page 
*Length Tolerance:  ±.0075

L

O.D.I.D.A

B
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Standard Series
FLANGED SLEEVE BEARINGS
• Sintered Bronze SAE 841  • Oil-Impregnated  • Self-Lubricating   

L

O.D.I.D.A

B

.005.002

Clearance
 min. in.

Shaft Size 
in.

up to   .760 .0005

Press Fit, in.
Minimum

Outside Dia. 
in. Maximum

RUNNING CLEARANCE RECOMMENDED PRESS FITS

  .761 to 1.510 .0015 .004

Min. recommended clearance
for oil-impregnated bearings
used with ground steel shafting.

.761 to 1.510            .001 1.511 to 2.510

BSNFLN–F202806
BSNFLN–F202808
BSNFLN–F202814
BSNFLN–F242806
BSNFLN–F242808
BSNFLN–F243008
BSNFLN–F243012
BSNFLN–F243205
BSNFLN–F243206
BSNFLN–F243208
BSNFLN–F243210
BSNFLN–F243212
BSNFLN–F243216
BSNFLN–F283206
BSNFLN–F283208
BSNFLN–F283210
BSNFLN–F283608
BSNFLN–F283612
BSNFLN–F324006
BSNFLN–F324008
BSNFLN–F324010
BSNFLN–F324012
BSNFLN–F324016
BSNFLN–F324408
BSNFLN–F324414
BSNFLN–F404808
BSNFLN–F404810
BSNFLN–F485612

 
.627

 
  
 
 

.752

 
 

 .877
 
 
 
 
 

1.002
 
 

1.252

1.503

Catalog Number
O.D.
+.000
 -.001

  L
Length

±.005

   A**
Flange

Dia.

I.D.
+.000
 -.001

B
Flange
Width
±.0025

.878

.878

.940

1.003

1.003

1.003

1.128

1.253

1.253

1.378

1.503
∆1.754

3/4
1

1-3/4
3/4
1
1

1-1/2
5/8
3/4
1

1-1/4
1-1/2

2
3/4
1

1-1/4
1

1-1/2
3/4
1

1-1/4
1-1/2

2
1

1-3/4
1

1-1/4
1-1/2

1-1/8

1-1/8

1-3/16

1-1/4

1-1/4

1-1/4

1-3/8

1-1/2

1-1/2

1-5/8

1-3/4

2-1/16

5/32

5/32

5/32

5/32

5/32

5/32

5/32

3/16

3/16

3/16

3/16

3/16

*

*

*

NOTE:  Use Technical Section, Table 2-4 installation data. 
∆O.D. Tolerance:  +.000, -.0015
*Length Tolerance:  ±.0075
**Flange Tolerances:  up to & including 1-1/4 is ±.005
			             over 1-1/4 is ±.010




